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AUGUST 21, 2024
This document supersedes all previously published versions of the Commodity Specific Food Safety Guidelines for the Production and Harvest of Leafy Greens including those dated on or before September 20, 2023.

[bookmark: _Toc132628441][bookmark: _Toc220658294]GLOSSARY


	MAJOR WELL REPAIR/SIGNIFICANT MAINTENANCE	Comment by Adriana Alfaro (FMI): Further clarification is needed for this definition. The statement “must determine what constitutes a major change” can lead to inconsistent interpretation of what constitutes a major well repair or significant maintenance. 
	Any activity that alters the structural or sanitary integrity of the well or its water system; each grower must determine what constitutes a major change. Major changes and significant maintenance may include: Component replacement; reconstruction, deepening, or complete rehabilitation of the well, where excavation and pressure loss can permit ingress of contaminated soil or groundwater; excavation, grading, or sealing work around the wellhead that could affect drainage or introduce contaminants, etc. 

	PRIVATE WATER PROVIDER
	A non-public entity or company (e.g., mutual water companies) that supplies water to agricultural operations (such as growers or ranches) but is not part of a regulated public water system. While not governed by public water regulations, the provider should provide documentation demonstrating that the water meets microbial quality standards and is suitable for its intended agricultural applications.
Examples: A private water association serving multiple ranches where the provider distributes groundwater from several wells.

	PRIVATE WELL
	A groundwater source that is owned, controlled, and managed by an individual operation, ranch, or company. These wells are not regulated under a public water system and therefore require the grower or operator to conduct microbial water testing to verify microbial water quality.
Examples: A well located on the grower’s ranch

	PUBLIC WATER PROVIDER
	A regulated utility or agency that supplies water to multiple users through a public water system (e.g., city, county, etc.). These systems are monitored and managed under state or local water regulations to ensure compliance with public health standards. Documentation from the provider verifying that the water meets applicable microbial quality standards may be used by growers in lieu of water testing.
Examples: City specific water department

	VALIDATED PROCESS
	A process that has been demonstrated to be effective though a statistically based study, literature, or regulatory guidance. For water treatment, the process should be specific for a unique water system including the source, treatment type, application process, and production block size.

	WELL CERTIFIED PROFESSIONAL
	A qualified individual with appropriate credentials, training, and experience in agricultural well design, construction, inspection, maintenance, or hydrogeology who is capable of evaluating well integrity, identifying potential sources of contamination, and recommending corrective actions to protect water quality.
Examples:
· A licensed well drilling or well service contractor experienced in agricultural systems (e.g. C-57 license for CA, or a C-53 in Arizona)
· A professional engineer (PE) with experience in water systems, irrigation infrastructure, or groundwater protection 
· A hydrogeologist with expertise in groundwater flow, contamination pathways, and well vulnerability 
· A qualified water system specialist with demonstrated experience in well inspection, repair, and sanitary protection measures




	Comment by Adriana Alfaro (FMI): Recommend adding a definition for purple valve water, as it was added to Table 2B(2)
[bookmark: _Toc220658304]4. 	PERSONNEL QUALIFICATIONS AND TRAINING

1. PERSONNEL QUALIFICATIONS AND TRAINING

2. PERSONNEL QUALIFICATIONS AND TRAINING

3. PERSONNEL QUALIFICATIONS AND TRAINING


Adequate training of on-farm and handler personnel is a critically important element in a successful food safety program. In order to align with federal requirements under the Food Safety Modernization Act (FSMA) and to ensure that all activities prescribed in this document are effectively and adequately implemented, the following minimum training requirements must be maintained and documented:
[bookmark: _Toc220658305]The Best Practices Are:


· All personnel (including temporary, part time, seasonal, and contracted personnel) who handle lettuce / leafy greens or who have contact with food-contact surfaces, or who are engaged in the supervision thereof, must:
· Receive adequate training, as appropriate to the person’s duties, upon hiring, and periodically thereafter, at least once annually.
· Have a combination of education, training, and experience necessary to perform the person’s assigned duties in a manner that ensures compliance with these best practices.
· Training must be:
· Conducted in a manner easily understood by personnel being trained.
· Repeated as necessary and appropriate based on observations or information indicating that personnel are not meeting standards outlined in these best practices.
· Minimum training requirements must include:
· For all personnel who handle (contact) lettuce/leafy greens or supervise those who do so must receive training that includes the following:
· Principles of food hygiene and safety.
· The importance of health and personal hygiene for all personnel and visitors including recognizing symptoms of a health condition that is reasonably likely to result in contamination of lettuce/leafy greens or food-contact surfaces with microorganisms of public health significance.
· The standards established in these best practices that are applicable to the employee’s job responsibilities.
· For harvest personnel, the training program must also address the following minimum requirements related to harvesting activities:
· Recognizing lettuce/leafy greens that must not be harvested, including product that may be contaminated with known or reasonably foreseeable hazards.
· Inspecting harvest containers, harvest equipment, and packaging materials to ensure that they are functioning properly, clean, and maintained so as not to become a source of contamination of lettuce/leafy greens with known or reasonably foreseeable hazards. 
· Correcting problems with harvest containers, harvest equipment, or packaging materials or reporting such problems to the supervisor (or other responsible party), as appropriate to the person’s job responsibilities.
· For personnel conducting environmental hazard and risk assessments, training must be completed, and the training program must address the following minimum requirements:
· When an environmental hazard or risk assessment should be completed.
· How to conduct an environmental hazard or risk assessment.
· Potential hazard and risk identification.
· Recognizing product that may be contaminated with known or reasonably foreseeable hazards.
· Mitigations and corrective actions.
· When an environmental hazard or risk assessment deems pre‐harvest product testing is necessary.
· For personnel conducting agricultural water assessments, training must be completed, and the training program must address the following minimum requirements:	Comment by Gustavo Reyes: This section was added on Training for the Water Section. 

The LGMA is working on developing this training.
· When an agricultural water assessment should be completed.
· How to conduct an agricultural water assessment or risk assessment.
· Potential hazard and risk identification for both surface and ground water sources.
· Assessment of well integrity and above ground components.	Comment by Adriana Alfaro (FMI): Clarification is needed regarding the tools that will be required to conduct this assessment, such as camera technology or other equipment. Will the training include instructions on the proper use of these tools?	Comment by Adriana Alfaro (FMI): What level and type of training will be provided to personnel conducting the well integrity assessment, and at what point should a certified professional be brought in?

The training should indicate when to involve an expert for tasks beyond the capabilities of the assessor, either during or outside the scheduled five-year assessment.
· Monitoring practices, including microbiological testing, and residual monitoring. 
· Water treatment system set-up, corrective actions, and best practices.
· Mitigations and corrective actions including follow-up testing, level 1 assessments, well chlorination, and when preharvest product testing is needed. 
· Training requirements for harvesting equipment cleaning and sanitation, Issue 8:
· At least one individual from the company must attend an LGMA training on harvesting equipment cleaning and sanitation and conducting a self-assessment against section 8. After this initial training, the company can adopt a train-the-trainer approach for the following activities: 
· Personnel conducting a sanitation program self-assessment against issue 8.1 must receive adequate training and the training program must address the following minimum requirements: 
· Developing of a Master Sanitation Schedule (MSS).
· Hygienic design of harvesting equipment.
· Harvest sanitation preparation and PPE requirements.
· 7 steps of cleaning and sanitation.
· Location for harvesting equipment cleaning and sanitation to prevent cross- contamination.
· Cleaning and sanitation verification activities.
· Labeling, storage & use of chemicals.
· Use and storage of sanitation tools.
· Corrective actions.
· Documentation and recordkeeping.
· Personnel conducting cleaning and sanitation activities training must receive adequate training, as appropriate to the person’s duties, upon hiring, and periodically thereafter, at least once annually. The training must address the following minimum requirements: 
· Harvest sanitation preparation and PPE requirements.
· 7 steps of cleaning and sanitation.
· Location for harvesting equipment cleaning and sanitation to prevent cross-contamination.
· Labeling, storage & use of chemicals.
· Instruments and activities used to measure chemical solutions.
· Use and storage of sanitation tools.
· Visual inspections. 
· At least one supervisor or responsible party (e.g., the food safety professional) for each grower providing leafy green products must have successfully completed food safety training at least equivalent to that received under standardized curriculum recognized as adequate by the FDA. 
· Establish and keep records of training that document required training of personnel, including the date of training, topics covered, and the person(s) trained. Records must be reviewed, dated, and signed, within a reasonable time per companies’ SOP after the records are made, by a supervisor or responsible party.
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TABLE 0. Crop Land and Water Source Adjacent and Nearby Land Use
	
	
	Considerations for Risk Analysis

	Adjacent and Nearby Land Uses
	Current Metric
	Risk Factors
	Mitigation Factors

	







Animal operations
	

AFOs
	
30 feet
(no composting) 400 feet (with composting)
	
Distance, topography, water runoff, number of animal units, wind direction, history
	Pre-harvest pathogen testing, water treatment, vegetative buffers, barriers, increased buffers, animal and insect monitoring

	
	

CAFO
	

1200 feet / 1 mile
	
Distance, topography, water runoff, number of animal units, wind direction, history
	Pre-harvest pathogen testing, water treatment, vegetative buffers, barriers, increased buffers, animal and insect monitoring

	
	

Grazing Lands
	

30 feet
	
Distance, topography, water runoff, number of animal units, wind direction, history
	Pre-harvest pathogen testing, water treatment, vegetative buffers, barriers, increased buffers, animal and insect monitoring

	
	

Domestic Animals/Hobby Farms
	

30 feet
	
Distance, topography, water runoff, number of animal units, wind direction, history
	Pre-harvest pathogen testing, water treatment, vegetative buffers, barriers, increased buffers, animal and insect monitoring

	






Compost/Soil Amendment Operations
	
Compost Operations
(Manure or Animal Products)
	

400 feet
	
Distance, timing of production, production process, volume of production, topography, water runoff, wind direction, history
	
Preventive barriers, pre-harvest pathogen testing, knowledge of process, water treatment

	
	Non-synthetic Soil Amendment Pile
(containing manure or animal products)
	

400 feet
	
Distance, timing of production, production process, volume of production, topography, water runoff, wind direction, history
	
Preventive barriers, pre-harvest pathogen testing, knowledge of process, water treatment

	
	Non-synthetic Soil Amendment Pile
(not containing manure or animal products)
	

400 feet
	
Distance, timing of production, production process, volume of production, topography, water runoff, wind direction, history
	
Preventive barriers, pre-harvest pathogen testing, knowledge of process

	
	
Biosolids
	
400 Feet
	Distance, timing of production, production process, volume of production, topography, water runoff, wind direction, history
	
Preventive barriers, pre-harvest pathogen testing, knowledge of process

	

Non-leafy green crops
	

Cannabis/hemp, cover crops, dates, flowers, grapes, other
	
The approximate safe distance depends on risk and mitigation factors
	History of risk identification, distance from adjacent operation, topography, crop production timeline, foreign object, animal/bird attractant, grazing animals, harvest practices.
	
Physical barriers, pre-harvest pathogen testing, increased monitoring, knowledge of process

	





Water Source and Systems
	
Well Head distance from Untreated Manure
	

200 feet
	History of risk identification, distance from adjacent operation, topography, opportunity for water run off through or from untreated manure, or composting operations, soil
leaching
	Adjacent operation management practices, Increased monitoring, preventive barriers, type of system (closed vs open), water treatment

	
	
Surface Water Distance from Untreated Manure
	

100-300 feet
	History of risk identification, distance from adjacent operation, topography, opportunity for water run off through or from untreated manure or composting operations, flooding, soil leaching
	
Adjacent operation management practices, increased monitoring, preventive barriers, water treatment

	
	

Water Storage and Conveyance systems
	

30--300 feet
	History of risk identification, distance from adjacent operation, topography, flooding, animal Intrusion, trash and debris, excessive vegetation, integrity of water storage, conveyance and distribution
	
Adjacent operation management practices, increased monitoring, type of system (closed vs open), water treatment

	
Urban Settings
	Homes or other building with a septic leach field
	
30 feet
	History of risk identification, distance,
topography, leach field status (active vs inactive), runoff
	
Preventive barriers, knowledge of septic field

	
Other Environmental Considerations
	

Habitat/Riparian Area
	
The approximate safe distance depends on risk and mitigation factors.
	
History of risk identification, distance from potential risk, topography, potential for animal intrusion, physical hazards
	

Preventive barriers, increased monitoring


· Growers should check for local, state, and federal laws and regulations that protect riparian habitat, restrict removal of vegetation or habitat, or restrict construction of wildlife deterrent fences in riparian areas or wildlife corridors. Growers may want to contact the relevant agencies (e.g., the Regional Water Quality Control Board and state and federal fish and wildlife agencies) to confirm the details of these requirements.
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[bookmark: _Toc220658309]6. ISSUE: WATER
Leafy greens are mostly consumed raw without cooking or processing steps to eliminate microbial hazards. Therefore, the way they are grown, harvested, packed, held, processed, and distributed is crucial to ensuring that the risk of human pathogen contamination is minimized. LGMA recognizes that different crop characteristics may impact susceptibility to adhesion and internalization of hazards. These metrics are intended to prioritize risk by classifying agricultural water systems for specific uses within leafy greens operations. Remedial actions follow a “find and fix” structure to identify and correct both system nonconformities and more serious failures. These metrics should be considered the minimum controls necessary to assess agricultural water systems for fitness of use.
[bookmark: _Toc220658310]6.1 	General Agricultural Water Management:
· Agricultural water systems are a function of the (i) source, and (ii) storage, and conveyance. Each component of an agricultural water system that is within your control must be evaluated to ensure that the quality of agricultural water used in leafy green operations is known and adequate for its intended use (i.e., the required parameters are measured and conform to the prescribed standards).	Comment by Gustavo Reyes: Adding numerals to better split what we are looking at
The source
The storage and conveyance system

As in future sections this is the structure that is followed. 
· It’s prudent to evaluate and make a good faith effort to address the food safety hazards proximate to your agricultural water systems that may not be under your control.
· NEVER use water from any water system that has not been microbially characterized and assessed as described belowin the following sections.
· Manage and maintain all components of your agricultural water system that are within your control including the water source and the on-ranch (farm) distribution /conveyance system(s) in a manner that minimizes human pathogen contamination
· Testing water at the end of the delivery system (e.g., the last sprinkler head) or the point-of-use is essential for ensuring water that contacts the crop is of adequate microbial quality. 
· For surface water sources, consider the impact of storm events on irrigation practices. Bacterial loads in surface water are generally much higher after a storm than normal, and caution shall be exercised when using these waters for irrigation. For groundwater sources (e.g., wells), assess potential vulnerability following major storm events or flooding, as heavy rainfall can increase the risk of surface water intrusion or wellhead contamination.	Comment by Adriana Alfaro (FMI): Additional clarification on what this assessment should include is needed. 

What does assessing potential vulnerability mean? Is there any guidance on how one determines potential vulnerabilities?
· Water systems that convey untreated human or animal waste are never suitable for use in leafy greens operations in any manner and must be separated from conveyances utilized to deliver agricultural water.
· Water records must be reviewed, dated, and signed within a week after the records are made, by a supervisor or responsible party.
[bookmark: _Toc220658311]6.1.1 	Step 1: Assessment of Agricultural Water Systems
Evaluating food safety hazards from agricultural water applications in leafy green operations must take into account the quality of the agricultural water system, how the agricultural water will be applied, and when it will be applied.  
· Prior to annual use of the water in leafy green operations a written Agricultural Water Assessment (AWA), including (i) source, and (ii) storage and conveyance as described in Appendix A, shall be prepared and performed. Use the AWA to determine the agricultural water system type.	Comment by Gustavo Reyes: Ag Water Assessment section moved to this section from above to streamline the documents. Text remains unchanged.	Comment by Susan Leaman: First bullet had previously been part of the intro paragraph.	Comment by Gustavo Reyes: These two were added as points to make the components clear. 
There are two types of agricultural water systems used in leafy green operations:
1) Type A: Agricultural water that is unlikely to contain indicators of fecal contamination either due to natural hydrogeologic filtration or through controlled USEPA and state regulated treatment regime as demonstrated by an agricultural water assessment as outlined in Appendix A, microbial testing, and/or when applicable, treatment verification.
2) Type B: All other agricultural water systems.
· The AWA must identify conditions that are reasonably likely to introduce known or reasonably foreseeable hazards into or onto leafy greens. The assessment must address the following elements:
· A description (including location and nature) of the agricultural water source (for example, whether it is ground water or surface water) and the type of distribution system shall be created. Information in the description shall include permanent fixtures such as wells, gates, reservoirs, valves, returns, and other permanent above ground fixtures that make up a complete agricultural water system. This could be achieved by using maps, photographs, drawings or other means to communicate the location of permanent fixtures and the flow of the water system (including any water captured for re-use or other natural or managed features which prevent environmental runoff from entering the water system). 	Comment by Adriana Alfaro (FMI): FMI recommends that the assessment is valid and there is verification of the key components identified
· The description could also include non-permanent features such as tanks, drip stations, gas powered pumps, pipes, water treatment systems, etc. that make up a complete agricultural water system 
· The degree of protection from possible sources of contamination (refer to Table 0), including: 	Comment by Adriana Alfaro (FMI): Appropriate references should include the California Longitudinal Study. 

https://www.fda.gov/food/environmental-studies/california-longitudinal-study-2020-present
· other water users of the water system
· animal impacts (for example, animal intrusion, grazing or commercial animal feeding operation of any size)	Comment by Adriana Alfaro (FMI): The assessment should also account for conditions that occur intermittently or at any point throughout the year. This includes short-term animal congregation, staging or holding areas for livestock, animals awaiting transport or auction, temporary consolidation areas or movement of animals for feeding or further processing. 

Any condition regardless of duration or frequency that can introduce contamination risk to water should be evaluated as part of the assessment.  
· adjacent and nearby land uses related to animal activity, application of biological soil amendments(s) of animal origin (BSAAOs), or presence of untreated or improperly treated human waste
· Source: Evaluate each agricultural water source used in your leafy green operations and determine its type.
· Some agricultural water sources are supplied by a third-party provider that certifies the water is of adequate microbial quality (i.e., unlikely to contain indicators of fecal contamination). Example of these sources are:
· Public (e.g., municipal) or private providers that deliver certified potable water achieved through treatment or some other process.
· Some agricultural water sources deliver water of appropriate microbial quality due to natural physical, chemical, and biological processes that filter water as it passes through the soil. Examples of these sources for Type A agricultural water systems are:
· Wells constructed in a manner such that contamination from outside sources (e.g., surface water or other surface chemical or biological influences / effects) is unlikely (e.g., well heads are protected, maintained, and monitored; see Appendix A for additional guidance), and water is tested to conform to standards in Table 2C. For best practices in managing private wells, see section 6.3.
· Regulated recycled water (e.g., tertiary treated, purple pipe, etc.) providers that treat, test, and deliver water that is suitable for use in agricultural applications.[footnoteRef:2] Testing standards for regulated recycled water are provided in Table 2B(2). [2:  State regulations vary for recycled water. In some states recycled water for produce production allows a certain level of generic E. coli, total coliforms, and/or fecal coliforms.] 

· Some agricultural water sources are part of a Type A system due to on-ranch treatment that, when operating under validated and verifiable parameters, turns Type B water into Type A. An example of a water source used in a Type B → A agricultural water system is:
· Treated surface water (verified to conform to standards in Table 2D)
· Some agricultural water sources are considered part of a Type B system because they are vulnerable to contamination and have not been treated to achieve adequate microbial reduction and shall be used in a manner that minimizes contamination of the crop. Examples of water sources in a Type B agriculture water system are:
· Wells that may be vulnerable to contamination by outside sources including surface waters or by other surface chemical or biological influences or effects and/or do not conform to the standards in Table 2C. For best practices in managing private wells, see section 6.3.
· Untreated surface water
· Storage and conveyance: Agricultural water source is only one component of an agricultural water system. An agriculture water system that starts out with water of appropriate microbial quality at the source may change quality as it progresses through the delivery system. Microbial water quality depends on the properties of the agricultural water system’s components and how they are maintained (for more on system maintenance, see the section below on Managing Storage and Conveyance Systems). Agricultural water systems are typically opened or closed. For the purposes of this document, these systems are defined as follows:
· Closed delivery systems store or convey agricultural water in a manner that does not expose it to the outside environment and where water maintains the initial source type. Water from closed delivery systems must be tested at the end of the system to verify water quality is unchanged as it moves through the system. Additional details about testing requirements for a closed delivery system are provided in Tables 2B(1), 2B(2), and 2C, and guidance is provided in Appendix A.
· Open delivery systems, at some point in the system, store or convey agricultural water in a manner that exposes it to the outside environment (i.e., a reservoir / pond, canal, lateral, uncovered water tank, etc.). Water in open delivery systems (e.g., reservoirs and ponds) may be used in overhead applications within 21 days to the scheduled harvest if it is treated (as described in Table 2D) at the time it is applied to crops. Additional details about testing requirements for an open delivery system are provided in Tables 2A and 2E pertaining to Type B agricultural water systems, and guidance is provided in Appendix A.
· System evaluation: Each component of an agricultural water system must be evaluated to ensure that the quality of agricultural water used in leafy green operations is known (i.e., the required parameters are measured and conform to the prescribed standards) and adequate for its intended use. Agricultural water use will vary depending on the type of system.
· When determining whether a system is Type A or B, each component (e.g., source, storage and conveyance, etc.) must be individually evaluated in typing an entire system.
· When Type A and B waters are combined, categorize water as Type B.
[bookmark: _Toc220658312]6.1.2	Step 2: How Is Your Agricultural Water System Being Used?
Use/Application method: Risk of leafy green contamination is closely related to how water is used in the production and harvest environment as well as in post-harvest applications (Rock et al., 2019). For this reason, agricultural water requirements vary depending on how it is applied. In leafy green operations, agricultural water is typically used in aerial (e.g., sprayers, overhead sprinklers, aircraft), ground (e.g., furrow and drip irrigation), and post-harvest applications. Agricultural water is also used for cleaning and, when appropriate, sanitizing equipment used during production, harvest, and post-harvest activities. Type A, Type B water that is treated to become Type A (B→A), and Type B agricultural water systems are suitable for specific uses as described in Table 1A.
[bookmark: _Toc220658313]6.1.3	Step 3: When Is Your Agricultural Water System Being Used?
Timing of use: Risk of leafy green contamination is closely related to when agricultural water is applied in the production environment. For this reason, requirements for agriculture water that is aerially applied to leafy green crops vary depending on when the water is applied (Fonseca et al., 2010; Gutierrez-Rodriquez et al., 2012, 2019; Koike et al., 2009; 2010; Moyne et al., 2011; Suslow et al., 2010; Wood et al., 2010).
A number of environmental factors, including location of the operation, and the climatic conditions of UV, relative humidity, precipitation, and temperature, may alter the appropriateness of these time-based requirements. Based on the most appropriate, currently available research addressing the risks related to the timing of aerial agricultural water application in leafy green operations, time-based requirements are generally divided as follows:
· Within (<) 21 days of the scheduled harvest date
· Greater than (>) 21 days until the scheduled harvest date
· Agricultural water from a Type A agricultural water system used in overhead irrigation within (<)21 days of the scheduled harvest must meet the performance requirements for Type A agricultural water systems as outlined in Tables 2B(1), 2B(2), and 2C.
· Untreated agricultural water that meets Type A requirements for irrigation water or Type B system that meets the performance requirements outlined in Table 2E may be used in aerial applications prior (>) 21 days before the scheduled harvest.
· To use agricultural water from a Type B agricultural water system in overhead irrigation within (<)21 days of the scheduled harvest date, the water must be treated to become Type A water (B→A) and demonstrated to meet the performance requirements as outlined in Table 2D.

[bookmark: _Toc220658314]TABLE 1A. Agricultural Water System Uses by Application Method – See TABLE 2A—2G
	
Application
	Agricultural water systems (possible sources)
	Treatment methods for use in direct contact
with crop
	Microbial indicator

	· Overhead irrigation and chemical application prior to (>) 21 days before scheduled harvest date
· Germination
· Ground chemigation
· Drip irrigation
· Furrow irrigation
· Dust abatement
· Non-food-contact farm equipment cleaning
	Type A and B agricultural water systems
	
No treatment necessary if it can be demonstrated to meet the microbial standards.
	generic E. coli 

	· Overhead applications (including irrigation, pesticide spray, aerial chemigation) applied within (<) 21 days of scheduled harvest date
	Type A agricultural water systems (closed systems including water from wells, municipalities, tertiary treated and disinfected recycled water e.g., purple valve)

	No treatment necessary if it can be demonstrated to meet the microbial standards.

	generic E. coli

	· 
	Type A agricultural water systems (closed systems including water from private wells)
	No treatment necessary if it can be demonstrated to meet the microbial standards.
	generic E. coli total coliforms

	
	Treated Type B→A agricultural water systems with open components such as reservoirs, ponds, canals, laterals, ditches, etc.
	Must be treated and tested to demonstrate treatment efficacy and compliance with microbial standards.
	generic E. coli
total coliforms (optional)

	Application
	

	· Food-contact (harvest) equipment cleaning & sanitizing
· Hand wash water
	· Water that directly contacts edible portions of harvested crop or is used on food-contact surfaces such as equipment or utensils, must meet the Maximum Contaminant Level Goal for E. coli as specified by U.S. EPA or contain an approved antimicrobial treatment at a concentration sufficient to prevent cross-contamination. Microbial or physical/chemical testing shall be performed, as appropriate to the specific operation, to demonstrate that acceptance criteria have been met.






[bookmark: _Toc220658315]TABLE 1B. Ag water microbial testing metrics summary 	Comment by Gustavo Reyes: Table 1B is a summary table for all water testing. 

This table could be included in the metrics, but also be a fact sheet. Asking for feedback from the stakeholders on this. 
	Water Source Assessment

	
	Public or Private Providers 
Table 2B(1)
	Private Wells 
Table 2C
	Type B  A
Table 2D
	Regulated Tertiary Treated Recycled
Table 2B(2)
	Type B 
Tables 2A and 2E

	
	
	Initial baseline
	Follow-up
	
	
	

	Microbial testing?
	No
	Yes
	Yes
	Follow Source Water Assessment for Private Wells or Type B Water
	Yes
	No

	Number of samples per agricultural water source
	NA
	1

Aseptically collect one (1) - 100 mL sample at the source.
	1

Aseptically collect one (1)- 1 L sample at the source within 7 days of the initial baseline test.

	
	6

Aseptically collect at least three (3)-100 mL samples at the source.

Sample and test the water two times (with sampling events separated by no less than 7 days) before using the water within the 21-day-to-scheduled harvest-window.
	NA

	Sample volume
	
	100 mL	Comment by Adriana Alfaro (FMI): FMI recommends increasing the sample volume for microbial water testing. Sampling approaches should align with larger-volume methods such as Dead-End Ultrafiltration water sampling. 


Increase the sample size in accordance with the method “Standard Operating Procedure for Dead-End Ultrafiltration Water Sampling in the Field for Bacterial Pathogens Issue Date: August 19, 2021, Revision 7”
	1 liter
	
	100 mL
	

	Target organism
	
	TC
	TC, Generic E. coli
	
	Generic E. coli
	

	Acceptance criteria
	
	ND

	TC < 99 MPN
gEC = ND
	
	gEC = ND
	

	Timing
	
	Start of the season; before first use
	Within 7 days of the initial baseline test
	
	Start of the season; before first use
	






	Initial Assessment

	
	Public or Private Providers
Table 2B (1)
	Regulated Recycled
Table 2B (2)
	Private Wells
Table 2C
	Type B  A
Table 2D
	Type B 
Tables 2A and 2E

	Microbial testing?
	No
	No
	No
	Yes
	No

	Number of samples
per each distinct distribution system 
	NA
	NA
	NA
	3
	NA

	Sample location
	
	
	
	At least one at the beginning & one at the end of the distribution system
	

	Sample volume
	
	
	
	
100 mL,
	

	Target organism
	
	
	
	Generic E. coli
	

	Acceptance criteria
	
	
	
	gEC: ND
	

	Frequency
	
	
	
	Once prior to the 21-days-to-scheduled-harvest timeframe
	

	 Routine Verification of the Distribution System

	
	Public or Private Providers
Table 2B (1)
	Regulated Recycled
Table 2B (2)
	Private Wells
Table 2C
	Type B  A
Table 2D
	Type B 
Tables 2A and 2E

	Microbial testing?
	Yes
	Yes
	Yes
	Yes
	Yes

	Number of samples
per each distinct distribution system 
	1 
	1
	1
	1
	1

	Sample location
	farthest point/end of the delivery system (last line/last sprinkler head)
	farthest point/end of the delivery system (last line/last sprinkler head)
	farthest point/end of the delivery system (last line/last sprinkler head)
	farthest point/end of the delivery system (last line/last sprinkler head)
	At the point of use or as close as practical to the point of use

	Sample volume
	100 mL
	100 mL	Comment by Adriana Alfaro (FMI): FMI recommends increasing the sample volume for microbial water testing. Sampling approaches should align with larger-volume methods such as Dead-End Ultrafiltration water sampling. 


Increase the sample size in accordance with the method “Standard Operating Procedure for Dead-End Ultrafiltration Water Sampling in the Field for Bacterial Pathogens Issue Date: August 19, 2021, Revision 7”
	100 mL
	100 mL
	100 mL

	Target organism
	Generic E. coli
	Generic E. coli
	Generic E. coli
	Total coliforms (optional), 
Generic E. coli
	Generic E. coli

	Acceptance criteria
	ND
	ND
	ND
	gEC: ND
TC: optional
	>21 day to harvest
≤ 126 MPN (rolling geometric mean n=5) and ≤ 576 MPN for any single sample

<21 day to harvest
≤ 126 MPN (rolling geometric mean n=5) and ≤ 235 MPN for any single sample

	Frequency
	At least monthly during the season
	At least monthly during the season
	At least monthly during the season
	At least monthly during the season
	One sample per agricultural water source shall be collected and tested prior to use if >60 days since last test of the water source. Additional samples shall be collected no less than 18 hours apart and at least monthly (or at the next irrigation event if greater than monthly) during use from points within the delivery system.





[bookmark: _Toc220658316]6.2	Irrigation Water Sampling Plans and Remedial Actions
Testing agricultural water systems is one method of gathering evidence that your system is of adequate quality for its intended use. Along with visual monitoring of agricultural water systems, a water quality testing program is a vital best practice for protecting leafy green crops from contamination. To be most effective as a food safety tool, water samples must reflect, to the extent possible, the water at the point of use.
· As irrigation system equipment may change locations throughout the season, but water sources are generally at a fixed location, a robust overhead irrigation water quality testing program must include assessments of both the irrigation water source and the irrigation system. Assessing water quality at the end of the delivery system ensures source water quality does not degrade as it moves through the system.
· Tables 2AB-2GC follow this framework provideing specific details for eachrequired assessment(s) for all water types. For the purposes of this document, agricultural water systems are sampled and tested for one or more of the following three reasons:
· Baseline microbialWater source assessments: To “type” your agriculture water source and establish its “known” quality.
· Initial microbial water quality assessment (treated water only): To test your treated agricultural water system prior to use to ensure the water’s microbial quality is not degraded as it moves through the system.
· Routine system assessments of the distribution system: To monitor the microbial quality of your agricultural water system throughout the season to ensure it continues to meet the microbial water quality and/or treatment standards.
· If you are applying water from a Type A agricultural water system greater than (>) 21 days to the scheduled harvest date, you may choose to sample and test your water according to Type B criteria (Table 2A) rather than according to Type A criteria; however, Type A baseline (when required) and initial microbial water quality water source assessments must be conducted before the 21 days-before-harvest window closes and routine verification / monitoring of the distribution system(s) begins (per requirements outlined in Tables 2B(1) and (2) and 2C).
· Routine sampling is a part of building a dataset useful for evaluating individual data points and evaluating trends to gain a better understanding of your agricultural water system.
· Non-routine sampling when food safety risks are deemed higher due to specific circumstances (i.e., weather, animal and human activities, discharge, etc.) should also be part of a robust food safety program. In the event that additional risk factors that could affect water quality are observed or measured such as weather, manure application in a nearby field, or animal-related activity, consider conducting additional water testing. 
· If you are irrigating with Type B→A agricultural water systems, collecting and analyzing water system data is essential for understanding how the treatment functions in your irrigation system and can optimizinge its effectiveness.
· All agricultural water systems used in overhead irrigation prior to (>) 21 days before the scheduled harvest date must meet the water quality requirements outlined in Table 2E for Type B agricultural water systems.
· If a Type A or B agricultural water system fails the respective acceptance criteria, follow remedial action steps as outlined in Table 2F (also included in Figures 2A, 3A and 3C). Consider performing root cause analysis to determine if additional preventive measures can be incorporated into the agricultural water system operation.
· Retain documentation of all test results and/or Certificates of Analysis/Quality Assurance for a period of at least two (2) years.
[bookmark: _Toc220658317]6.3	Management of Private Wells 	Comment by Gustavo Reyes: This section is brand new to Issue #6. This was added as recommendations by the SMEs. 

The section includes information on doing a well inspections as well as performing well chlorination as a corrective action
· For private wells follow the sampling and testing procedures as described in Table 2C.
· As part of your annual Agricultural Water Assessment, self-assess above ground well components such as check valves, concrete integrity, well-head condition, etc. Appendix A provides a Well Assessment Checklist that may be used to support this evaluation.
6.3.1 	Well inspection
· Every private well must be inspected by a certified professional once every five years to ensure integrity of the well components that may introduce contamination including but not limited to the following: wellhead, backflow prevention, grading and drainage, pump, electrical components, pressure tank, volume, pressure, flow rate, well history and age.	Comment by Gustavo Reyes: Enforcement discretion here  

Phases 1: Create the schedule, then categorize (risk assessment component to determine in the well has to be evaluated?)

Phase 2: start working on the process and evaluation (perhaps consider the risk assessment there?) 
· Develop and maintain an inventory of each agricultural well, including a well identifier, ranch served, location, operational status, primary use, available construction and protection features, nearby potential microbial hazard sources, known historical microbial quality issues, and known major repairs or maintenance. Appendix A provides an example of the information to be documented in the agricultural well inventory form.	Comment by Gustavo Reyes: Please view in the attachments
· Based on the well inventory, develop and maintain a 5-year rolling schedule for the inspection of wells prioritizing well assessments based on (i) testing history, (ii) age of wells, starting with oldest wells first, and (iii) well depth, start with shallow wells first (see Table X in Appendix A).
· Growers must retain documentation for each inspection, including inspection date, certified inspector information, and findings, and ensure that all inspections are completed and recorded according to the established schedule.
· Private wells must be reassessed following major repairs or significant maintenance.

6.3.2	Corrective action: Well disinfection 	Comment by Adriana Alfaro (FMI): FMI recommends clarifying how compliance following corrective action (well disinfection) is validated and certified. 

Demonstrated compliance. How is it validated and/or verified?
If a private well has been disinfected (e.g., by a single chlorination event such as shock chlorination or otherwise) before the 21 days-to-scheduled-harvest period, the water is deemed “Type B” until testing confirms Type A status (i.e., meets the acceptance criteria as outlined in Table 2C). 
· When a water test result is found to be non-compliant and shock chlorination is determined necessary as part of the root cause investigation, conduct the following procedure:
Testing Procedure following well disinfection:
1. Well disinfection: The treatment event shall be properly conducted for the affected well in accordance with procedure established by the company or service provider. See Appendix A for instructions for well disinfection using chlorine. 
2. System flushing and residual chemical verification: To remove any residual chemical after treatment , the system shall be flushed by pumping water to a safe location. Water must be tested to verify that no residual chemical remains before proceeding.
3. Post-treatment microbiological testing: Following the system flushing and residual verification, follow up microbiological testing shall be performed in accordance with the procedures and acceptance criteria for follow-up testing as outlined in Table C1.1 (embedded in Table 2C).
i. If the well passes, it may continue to be used as Type A water.
ii. If the well fails, an additional inspection shall be conducted to determine the root cause of the issue. The well can be retested to reclassify or used as Type B water.  
4. Follow-up monitoring: For two additional consecutive weeks after the initial passing result in step 3 above, the grower must conduct a follow-up microbiological test to confirm that well water quality is maintained.
i. If the well passes, it may continue to be used as Type A water.
ii.  If the well fails, an additional inspection shall be conducted to determine the root cause of the issue. The well can be retested to reclassify or used as type B water.
· If the failing water was applied to the crop within 21 days to harvest, either consider the crop unsuitable for the fresh market or test the crop of all affected lots (i.e., lots that have been irrigated with this water within the <21 days-to-scheduled-harvest window) for STEC (including E. coli O157:H7) and Salmonella. Product must be tested prior to harvesting and after your last irrigation event. Sample crop per the protocol described in Appendix C. If any individual sample tests positive for either STEC (including E. coli O157:H7) or Salmonella, the crop within that lot shall NOT be harvested for the fresh market and human consumption. 
[bookmark: _Toc220658318]6.4	Managing Storage and Conveyance Systems
· Develop an SOP for the maintenance of ancillary equipment and water storage and conveyance components of each agricultural water system used in your operations. The SOP must address:
· Regularly scheduled visual inspections, including ancillary equipment connected to your storage and conveyance system, to ensure it is in good working order and does not pose a contamination risk to your system.
· Measures to maintain water quality by removing debris and controlling the presence of weeds, algae, tule, trash, and when appropriate, sediment within the grower’s control.
· Procedures to control pest access to the storage and conveyance systems (examples may include: avian deterrents, fencing, and rodent monitoring).
· Corrective actions to ensure irrigation pipes and drip tape are microbiologically safe to use if a pest infestation does occur.
· Berms, slopes and diversion ditches for prevention of run-off (i.e., from irrigation or rain) into water     storage and conveyance systems.
· Procedures to ensure standing and/or stagnant water does not pose a contamination risk.
· Management of agricultural water system components used to prepare crop amendments to ensure these activities and equipment are not a contamination source. 
· Water used in aerial applications (e.g., pesticide and fertilizer, etc.) within the 21-days-to-harvest window must be from Type A or B→A agricultural water systems. Implement practices to ensure:
· Holding tanks and equipment-mounted application tanks, manifold and boom lines, and nozzles are to be properly maintained and cleaned.
· Water treatment chemistry or approach is compatible with the agricultural chemicals being applied.
· Establish corrective action procedures for non-compliance scenarios, including:
· Contaminated source water
· Animal intrusion
· Contaminating run-off
· Uncontrolled flooding [reference page, line and table
· When sprinkler or irrigation conveyance systems are used for the application of non-synthetic products, it is recommended that the system be flushed and appropriately managed after application to remove residual product and reduce the potential for microbial persistence, biofilm formation, and unintended carryover into subsequent crop-contact irrigation events.	Comment by Gustavo Reyes: This section was added as a recommendation from SMEs to highlight the need to flush distribution lines when non-synthetic products are used and applied using the irrigation system.
· Document all corrective measures, cleaning activities, and maintenance.
[bookmark: _Toc220658319]6.5	Furrow Irrigation Systems Management
· Agricultural practices, such as irrigation methods, bed configuration, etc., should be implemented in a manner to avoid water from breaching the top of the bed.
· Agricultural practices, such as equipment movement, irrigation practices, etc., should be monitored at headland and tail ditch locations for damaged beds which may allow water to contact the edible portion of the crop.
· Coordinate irrigation events with harvest, to the degree possible, to avoid saturation of the field soil to prevent excessive dirt and mud from getting on the edible portion of the crop, harvest tools (e.g., knives, gloves, etc.), and harvest equipment (e.g., machines, belts, trailers, etc.).
[bookmark: _Toc220658320]6.6	Drip Tape Irrigation Systems Management
· Drip tape should be handled, stored, used, and re-used in a manner that prevents damage and contamination to the drip tape.
· While in use, repairs to drip tape should be completed in a timely manner to prevent water contact with the edible portion of the crop.
[bookmark: _Toc220658321]6.7	Irrigation Water Treatment Systems Management
Water in open delivery systems (e.g., reservoirs and ponds) may be used in overhead applications within 21 days of the scheduled harvest, if it is treated as it is applied to crops. The minimum best practices for managing irrigation water treatment are must be completed as outlined below and in Table 2Dmust be completed. (additional details provided in Appendix A). 
6.7.1 	Source Water Assessment
· For Type B water that will be treated and used in overhead applications, growers shall assess the water source according to Table 2A for Type B water sources and Table 2C for private wells.
6.7.2	Initial Assessments
· The initial assessments of the chemical and operational parameters and microbial water quality are conducted to confirm that: 
· The water treatment is set up correctly and is maintained throughout the irrigation event before it needs to be used routinely. 
· The treated water’s microbial quality does not degrade as it passes through the distribution system(s) (i.e., due to equipment conditions). 
· Initial assessments must be conducted: 
· Prior to the 21-days-to-scheduled-harvest window for each distinct system (e.g., different water source, sanitizer, or treatment process) or when there is a material change to the system (e.g., change in equipment or type of water treatment). Review Appendix A for examples on material changes and different systems.
· After startup and when the system has stabilized.
· Once per system (does not need to be repeated every season as long as there are no material changes to the system).
· Initial chemical residuals and operational parameters assessment
· Before using treated water to irrigate crops within the ≤ 21 days-to-scheduled harvest timeframe      growers must first establish SOPs outlining irrigation treatment and process parameters for all irrigation treatment systems unless duplicated systems are in use. 
· At a minimum, one sample is to be collected at the farthest point/ end of the delivery system (e.g., last sprinkler head).
· At a minimum, measurements must be taken at the beginning of the irrigation event after the system has stabilized, midway through the irrigation event, and near the end of the irrigation event; more frequent measurements are recommended to capture fluctuations in the system and monitor that treatment is maintained throughout the irrigation event.
· For non-chemical treatments monitoring shall include verification of system integrity and performance parameters (e.g., UV dose, ozone concentration, filtration pressure, flow rate, and contact time) at the system inlet and outlet.
· Initial microbial quality assessment
· For all overhead irrigation systems, collect a minimum of three (3)-100 mL water samples and test for generic E. coli according to the acceptance criteria as outlined in Table 2D. 	Comment by Adriana Alfaro (FMI): FMI recommends increasing the sample volume for microbial water testing. Sampling approaches should align with larger-volume methods such as Dead-End Ultrafiltration water sampling. 


Increase the sample size in accordance with the method “Standard Operating Procedure for Dead-End Ultrafiltration Water Sampling in the Field for Bacterial Pathogens Issue Date: August 19, 2021, Revision 7”
· At least one of the three samples must be taken from the beginning of the distribution system and one from the end of the delivery system (e.g., the last sprinkler head).
6.7.3	Routine monitoring and verification
· Chemical residuals and operational parameters: The goal of ongoing monitoring is to ensure that your system is working correctly every time it is used. 
· Follow the manufacturer’s label or operational instructions when monitoring the efficacy of the water treatment method.
· Monitoring must be conducted during each irrigation event when the treatment system is in use within the 21-days-to-harvest window. See Table 2D for additional details on sampling procedures.
· Treatment must be delivered in a manner, and monitored at a frequency adequate, to ensure that the treated water is consistently safe and of adequate sanitary quality for its intended use. Use the SOPs created during the initial assessment.                                                                                          
· Using the SOPs you created during the initial irrigation water treatment assessment, measure and record chemical residuals at the end of the system (e.g., the last sprinkler head) and at two other locations within the system to verify parameters established for the water treatment systems are being met. 
· If monitoring shows that the water treatment parameters are not being met, do not use the water, and follow corrective actions in Table 2D.
· Microbial water quality: The goal of routine monitoring is to verify that the water quality is not being degraded throughout the distribution system.
· Routine testing of the microbial water quality verifies that the water quality is not being degraded as it passes through the distribution system and continues to meet the microbial quality acceptance criteria throughout the season. Routine verification of treated irrigation water systems is focused on the function of the system.
· At least once a month during the season, collect one (1)-100 mL water samples at the end of each unique delivery system (e.g., last sprinkler head) or at the next application event and test for generic E. coli according to the acceptance criteria as outlined in Table 2D.
· If microbiological testing shows that the water did not meet generic E. coli acceptance criteria within 21 days of a scheduled harvest, perform a root cause analysis and correct the concern.  The product must be tested for pathogens before harvest if this water was used in overhead application. Follow the product testing requirements in the level 1 assessment as outlined in Table 2F. 

[bookmark: _Toc220658322]6.8	Management of Water Used in Overhead Chemical Applications within 21 Days of Scheduled Harvest (This section does NOT apply to chemical applications made through the distribution system, i.e., sprinkler)	Comment by Gustavo Reyes: This section was slightly modified to show to highlight in the intro that Type A, B to A, and B need to be evaluated and must meet requirements. 

Also added statement that the SOP needs to be developed based on the ag water assessment. 
Water used in overhead applications (e.g., pesticide and fertilizer, etc.) within the 21-days-to-harvest window must meet Type A and/or B→A water quality requirements (i.e., Type B water must be treated.). With the start-up of any new treatment process, it is important to evaluate all conditions that may affect water treatment efficacy and performance. Examples of parameters that provide valuable information about treatment efficacy in relationship to water quality are: Turbidity, pH, antimicrobial dose, historical microbial monitoring data, etc. (See Appendix A for additional guidance).
· Based on your agricultural water assessment, develop an SOP for all of the parts of the ag water system used in overhead chemical application. The SOP must address:
· Water used in overhead applications (e.g., pesticide and fertilizer, etc.) within the 21-days-to-harvest window must meet Type A and/or B→A water quality requirements.
· Testing requirements for Type A source water and/or treated (Type BA) water.
· Holding tanks and equipment-mounted application tanks, manifold and boom lines, and nozzles MUST be regularly inspected and properly maintained and cleaned so they do not pose a contamination risk.
· Water treatment chemistry or approach shall be compatible with the agricultural chemicals being applied.
· Procedures to control pest access to the equipment during storage and staging (examples may include avian deterrents, fencing, and rodent monitoring) must be in place (validation can include: Pest control applicator (PCA) records, label requirements, letter of guarantee).
· Establish corrective action procedures for non-compliance scenarios including:
· treatment failure
· contaminated source water
· pest concerns
· chemical incompatibility
· equipment sanitation concerns.
· Document all corrective measures, cleaning activities, and maintenance.
· For each unique application process, develop a SOP to treat water that will be used in an overhead application within 21 days of a scheduled harvest. Prior to the 21-days-to-scheduled-harvest, conduct an initial water treatment assessment to establish treatment process parameters that will be monitored to ensure consistent treatment delivery and to demonstrate effectiveness. Repeat this assessment if a material change to your system occurs and incorporate this assessment’s findings into your water treatment SOP. The SOP must address:
· Testing and monitoring requirements for the Initial Water Treatment Assessment
· Procedure for routine monitoring of chemical treatments
· Step-by-step instructions to ensure the water treatment is correctly implemented.
· Location of water sources
· Sanitizer used and quantity and suggested supplies needed.
· Critical limits and operational limits for monitoring procedures
· Water sampling location
· Corrective actions if critical limits are not met.
· Required records
· Develop a baseline for water treatment:
· Prior to the 21 days-to-scheduled-harvest, a minimum of three (3)-100 mL samples must be taken for each overhead application process (distinct water quality source, different sanitizer, different size water holding tank, etc.). The three (3) samples must be taken from different treated water batches.
· All three (3) samples must be non-detect for generic E. coli.
· Routine testing:
· A minimum of one (1) microbiological sample must be taken each month from a representative agricultural water system or at the next application event.
· This 100 mL sample should have no detectable generic E. coli.
· Corrective action:
· If microbiological testing shows that the water did not meet generic E. coli acceptance criteria within 21 days of a scheduled harvest, perform a root cause analysis and correct the concern. Notify the grower/producer.
· The product must be tested for pathogens before harvest if this water was used in overhead application. Follow the product testing requirements outlined in Table 2F.
· Ongoing monitoring:
· Between microbiological routine testing events, records must be kept that verify that each application event is conducted following the parameters established during the initial setup.
· If monitoring shows that the water treatment parameters are not being met, do not use the water.
· Perform a corrective action to assure the water treatment is effective before using the water.
· Take a microbiological sample to verify that the treatment was effective and have that result as part of the corrective action documentation.
· If the verification microbiological sample does not meet acceptance criteria, perform a root cause analysis and correct the treatment process. Product must be tested for pathogens before harvesting. Follow Table 2F for product testing requirements.
· Maintain records that demonstrate the water used for chemical applications meets Type A or B A source water requirements. See Tables 2B(1), 2B(2), and 2C for historical and/or baseline water quality requirements for source water that will be used for overhead applications.[bookmark: _Toc175120799][bookmark: _Toc220658323]Other Considerations for Water


[bookmark: _Toc220658324]6.9	Other Considerations for Water
· Treat water only with antimicrobial treatments approved by the USEPA for use in agricultural applications in accordance with label specifications, guidelines for use, and consideration of environmental impacts.
· Antimicrobial treatments must be used and managed in a manner that meets all federal, state, and local regulations.
· Do not store raw manure or any type of compost near irrigation water sources or conveyance systems (see Table 0).
[bookmark: _Toc220658325]6.10	Management of Irrigation Water from Type B Agricultural Water
Table 2A outlines the metrics for agricultural water conveyance systems whereby edible portions of the crop are not likely to be contacted (e.g., germination, ground chemigation, furrow, drip irrigation, dust abatement water) by untreated water that is likely to contain indicators of fecal contamination.; iIf Type B water is used in the vicinity of produce, then water testing is necessary. For any of these uses, the agricultural water system must be assessed and monitored to demonstrate that the water meets the microbial standards for water that is likely to contain indicators of fecal contamination. Routine monitoring of microbial quality is required for all water types and remedial actions are required if water testing shows a conveyance system has failed to deliver water that meets the microbial standard. When using Type B water, efforts should always be made to avoid contact with the edible portion of the crop within 21 days of a scheduled harvest. When performing remedial actions, it is the intent that all remedial steps outlined in the tables below are followed and that they are followed in the order of sequence as written.


[bookmark: _Toc220658326]TABLE 2A. Irrigation Water from Type B Agricultural Water – See FIGURE 1	Comment by Gustavo Reyes: No Additional Recommendations were provided by Type B Water
	Metric
	Rationale /Remedial Actions

	Examples of water use from Type B agricultural water systems: 
	Water for Type B use throughout the production of the crop shall meet or exceed microbial standards based on a rolling geometric mean of the five most recent samples. 
However, a rolling geometric mean of five samples is not necessarily required prior to irrigation or harvest. 
· If less than five samples are collected prior to irrigation, the acceptance criteria depend on the number of samples taken. If only one sample has been taken, it must be below 126 MPN/100 mL.
· Once two samples are taken, a geometric mean can be calculated, and the normal acceptance criteria apply. If the acceptance criteria are exceeded during this time-period, additional samples may be collected to reach a 5-sample rolling geometric mean (as long as the water has not been used for irrigation). 
· The rolling geometric mean calculation starts after 5 samples have been collected. If the water source has not been tested in the past 60 days, the first water sample shall be tested prior to use, to avoid using a contaminated water source. After the first sample is shown to be within acceptance criteria, subsequent samples shall be collected no less frequently than monthly (or at the next irrigation event if longer than monthly) at points of use within the distribution system.
Ideally, irrigation water should not contain generic E. coli, but low levels do not necessarily indicate that the water is unsafe. Investigation and/or remedial action SHOULD be taken when test results are higher than normal or indicate an upward trend. Investigation and remedial action SHALL be taken when acceptance criteria are exceeded.

	· Ground chemigation
· Drip irrigation
· Furrow irrigation 
· Dust abatement
	

	Target Organisms: Generic E. coli

	Sampling Procedure:
100 mL sample collected aseptically as close as practical to the point of use.
Sampling Frequency:
One sample per agricultural water source shall be collected and tested prior to use if >60 days since last test of the water source. Additional samples shall be collected no less than 18 hours apart and at least monthly (or at the next irrigation event if greater than monthly) during use from points within the delivery system.
Acceptance Criteria:
≤ 126 MPN/100 mL (rolling geometric mean n=5) and ≤ 576 MPN/100 mL for any single sample
	If the rolling geometric mean (n=5) or any one sample exceeds the acceptance criteria, then the water shall not be used until remedial actions have been completed and generic E. coli levels are within acceptance criteria:
· Conduct an agricultural water assessment (Appendix A) of water source and conveyance system to determine if a contamination source is evident and can be eliminated. Eliminate identified contamination sources.
· Retest the agricultural water after taking remedial actions to determine if it meets the outlined microbial water quality acceptance criteria for this use. This sample should represent the conditions of the original water system, if feasible this test should be as close as practical to the original sampling point. A more aggressive sampling program (i.e., sampling once per week instead of once per month) shall be instituted if an explanation for the exceedance is not readily apparent. This type of sampling program should also be instituted if an upward trend is noted in normal sampling results. 
· If follow-up agricultural water testing indicates that a crop has been directly contacted with water exceeding acceptance criteria, product shall be sampled and tested for STEC (including E. coli O157:H7) and Salmonella as described in Appendix C, prior to harvest. If crop testing indicates the presence of either pathogen, the crop shall NOT be harvested for the fresh market.

	[bookmark: _bookmark1][bookmark: _Ref132713294]Test Method: Any FDA-allowed method[footnoteRef:3] [3:  Equivalent testing methodology for agricultural water https://www.fda.gov/food/foodscienceresearch/laboratorymethods/ucm575251.htm] 


	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the producer/shipper who is the responsible party for a period of two years.




[bookmark: _Toc220658327]FIGURE 1. Irrigation Water from Type B Agricultural Water – See TABLE 2A	Comment by Gustavo Reyes: All figures will be updated after the comment period for the final draft, information to be gathered from the tables. 

Information/Changes are located in the tables. 

For any given water source (municipal, well, reclaimed water, reservoir or other surface water):
Sampling Frequency: For Type B water, one sample per water source shall be collected and tested prior to use if >60 days since last test of the water source. Additional samples shall be collected during use no less than 18 hours apart and at least monthly (or at the next irrigation event if greater than monthly) during use.
· Sample sources as close to the point-of-use as practical using sampling methods as prescribed in Table 2A.
· Analyze samples for generic E. coli using a MPN methodology. Other EPA-, FDA- or AOAC International -accredited method may be used. 
· Geometric means, including rolling geometric means shall be calculated using the five most recent samples.

ACTION LEVEL
>126 MPN/100ml (geometric mean over five samples)
OR
>576 MPN/100ml (any single sample)
REMEDIAL ACTIONS:
· Discontinue any agricultural production use until it returns to compliance.
· Examine the water source and distribution system to determine if a contamination source is evident and can be eliminated.
· After remedial actions have been taken, retest the water at the same sampling point.
· Continue testing daily for five days at the point closest to use.
· If any of the next five samples is >576 MPN/100mL, repeat sanitary survey and/or remedial action. 
· Do not use this water system until the water can meet the outlined acceptance criteria for this use.
CROP TESTING:
· If water exceeding the acceptance criteria has been used for crop production, sample and test product for STEC (including E. coli O157:H7) and Salmonella as described in Appendix C, prior to harvest. 
· If crop testing indicates the presence of either pathogen, do NOT harvest for human consumption.
ACCEPTANCE CRITERIA
< 126 MPN/100ml
(Geometric mean of 5 samples)
AND
<576 MPN/100ml (all single samples)

No further action necessary. Water may be used in leafy green operations as outlined in Table 2A.


[bookmark: _Toc220658328]6.11	Management of Irrigation Water from Type A Agricultural Water
The following tables (2B – 2DF) refer to agricultural water distribution systems and not to specific ranches, lots, fields, etc. The tables outline the metrics for overhead applications of agricultural water sourced from public/private supplies (2B1), regulated recycled water (2B2),and private wells (2C), and treated water supplies (2D), and untreated water that is likely to contain indicators of fecal contamination (2E). Each type of agricultural water system must be assessed to demonstrate that the water from the source and the distribution system meet the microbial standards. Treated water must be assessed and monitored to demonstrate that the water treatment is working as intended and that the treated water meets the microbial standard. Routine monitoring of microbial quality is required for all water system types, and remedial actions are required if water testing shows a system has failed to deliver water that meets the microbial standard. When performing remedial actions, it is the intent that all remedial steps outlined in the tables below are followed and that they are followed in the order of sequence as written.


[bookmark: Table2B][bookmark: _Toc220658329]TABLE 2B (1). Irrigation Water from Type A Agricultural Water Systems Sourced from Public or Private Providers – See FIGURE 2A-2B	Comment by Gustavo Reyes: SME Rec: Public water sources are inherently less risky as they have treatment, water quality testing, and provisions in place to ensure quality.

Monthly testing during the season.

One sample, 100 mL, per distribution system per ranch. Sample should be taken monthly. *Farthest away point of the distribution system (last line/last sprinkler head). 

Modifies current requirement of Initial and Routine sampling events (3 – 100mL samples at sprinkler per distribution system) performed at start of season (Initial) and later in season (Routine). 

Monthly 1 – 100mL sampling is more representative through the growing season 
	Metric
	Rationale /Remedial Actions

	Examples of these types of agricultural water systems: Water may come from public and private providers and are stored and conveyed in closed delivery systems.
	Irrigation water from Type A agricultural water systems sourced from regulated public or private providers would not be expected to contain generic E. coli due to treatment or some other filtering- type process. 

Water sourced from a public/private Type A agricultural water provider must be stored and conveyed in well-
maintained, closed systems and tested for generic E. coli.

	B1. Baseline MicrobialWater Source Assessment

	An  baseline microbial assessment of the water source is not necessary for a Type A system using source water from a public/private provider. In lieu of an baseline microbial assessment of the water source, acquire and maintain the supplier’s most current COA on file.

	Records: Records of the analysis of source water may be provided by municipalities, irrigation districts, or other water providers and must be available for verification from the grower/handler who is the responsible party for a period of two years

	B2. Initial Microbial Water Quality Assessment

	Target Organisms: Generic E. coli

	Initial Assessment Sampling Procedure: 
Aseptically collect at least three (3)-100 mL samples during one irrigation event with at least one sample at the end of the delivery system (e.g., last sprinkler head).
Initial Assessment Sampling Frequency:
This is a one-time seasonal sampling event for each system with samples collected during one irrigation event occurring before the 21-days-to-scheduled-harvest period begins. (Also conduct this assessment after any material modifications to Type A overhead irrigation systems.)
Initial Assessment Acceptance Criterion:
Non-detectable in two (2) of three (3)- 100 mL samples and 10 MPN as the single sample maximum for one (1) sample.
Follow-up Testing Acceptance Criterion:
Non-detectable in four (4) of five (5)- 100 mL samples and 10 MPN as the single sample maximum for one (1) sample.
Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	The purpose of this assessment is to confirm that the water’s microbial quality is not being degraded as it passes through your system (i.e., due to equipment conditions). The assessment is performed to verify that your irrigation water delivery system is able to maintain and deliver water of the same microbial quality (e.g., Type A) as the source water. Unless there is a material change to your system (e.g., change in equipment or type of water treatment), this is a one-time assessment for each irrigation system, and it is not necessary to repeat system evaluations for each irrigation event.
To test your water delivery systems, sample and test irrigation water during an irrigation event. All discrete systems are to be tested before entering the 21-days-to-scheduled-harvest time frame. To assess the water delivery system, water samples are taken throughout the system with at least one sample at the end of the line where water contacts the crop.
Initial Assessment Testing
If at least two (2) in three (3) samples do not have detectable levels of generic E. coli, and the level in the one remaining sample is no greater than (<) 10 MPN, then the water system maintains its Type A status.
If water samples do not meet the acceptance criteria (i.e., if two (2) or more of the samples have detectable levels of generic E. coli or the level in at least one sample is greater than (>) 10 MPN), then conduct the following follow-up testing:
Follow-up Testing
1) Prior to the next irrigation event perform a root cause analysis and an agricultural water system assessment as described in Appendix A to identify and correct the failure.
2) After assessing the system, retest the system for generic E. coli in five (5)-100 mL samples collected during the next irrigation event using the sampling procedure and frequency (described in the left column). Water samples can be pulled from the end of any system nodes/branches in the irrigation system of concern. Of the five (5) follow-up samples, four (4) must have no detectable generic E. coli and the one (1) remaining sample must have levels no greater than (<) 10 MPN generic E. coli / 100mL.
3) If test results meet the acceptance criterion for generic E. coli, the water system can be used as a Type A system.
Testing Failure: When one sample has more than (>) 10 MPN generic E. coli / 100 mL or more than one sample have detectable generic E. coli, the agricultural water system is disqualified for Type A usage. Perform a root cause analysis to identify and correct the failure (see Appendix A for mitigation measures). In the interim, the water can be used as a Type B agricultural water system.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.

	B23. Routine Verification of the Distribution SystemMicrobial Water Quality

	Routine Verification Sampling Procedure:
Aseptically collectat least three (3)-one (1) - 100 mL samples during one irrigation event with at least one sample taken at the farthest point/end of the delivery system (e.g., last line or sprinkler head).
Routine Verification Sampling Frequency:
Sample and test each distinct irrigation system for generic E. coli at least monthly once during the season.
Routine Verification Acceptance Criterion:
Non-detectable generic E. coli in 100 mL water samples and < 10 MPN as the single sample maximum for one (1) in three (3) samples
 Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	To verify irrigation water continues to meet the acceptance criterion throughout the season, design your sampling plan so each distinct irrigation system that is in use is sampled and tested at least once per month during the seasonwhen the system is in use.
If two (2) or more of If the sample has detectable levels of generic E. coli , the level in at least one sample is greater than (>) 10 MPN, prior to the next irrigation event perform a Level 1 Assessment as outlined in Table 2F.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.




FIGURE 2A. 	Comment by Gustavo Reyes: Figure still to be updated, potentially removed as this is no longer necessary as recommended 
Irrigation Water from Type A Agricultural Water Systems Sourced from Public / Private Providers – See TABLE 2B

INITIAL MICROBIAL WATER QUALITY ASSESSMENT
To test the irrigation water delivery system, collect three (3)-100 mL samples during one irrigation event with at least one sample taken at the end of the delivery system (e.g., last sprinkler head) and analyze for generic E. coli using a FDA-allowed method.

ACCEPTANCE CRITERIA
No detectable generic E. coli in at least 2 of 3 samples and < 10 MPN in one remaining sample
No further action necessary. Water may be used in leafy green operations as outlined in Table 2B.
ACCEPTANCE CRITERIA
No detectable generic E. coli in at least 4 of 5 samples and < 10 MPN in one remaining sample
ACTION LEVEL
Generic E. coli detected in > 2 samples
OR
Levels above (>) 10 MPN / 100 mL in a single sample
FOLLOW-UP TESTING:
· Pause irrigation to perform a root cause analysis and an agricultural water system assessment as described in Appendix A to identify and correct the failure.
· After conducting the analysis and assessment, retest the water in five (5)-100 mL samples collected during the next irrigation event (sampling locations can be at the end of any segment or node/branch within the irrigation system of concern).
ACTION LEVEL
Generic E. coli detected in > 2 samples OR > 1 sample has level above (>) 10 MPN / 100 mL
Agricultural water system is disqualified for Type A usage; however, water can be used as a Type B agricultural water system.

[bookmark: _Toc220658330]FIGURE 2A. Irrigation Water from Type A Agricultural Water Systems Sourced from Public / Private Providers – See TABLE 2B	Comment by Gustavo Reyes: All figures will be updated after the comment period for the final draft, information to be gathered from the tables. 

Information/Changes are located in the tables. 

ROUTINE MONITORING of  MICROBIAL WATER QUALITY 
· For Type A agricultural water from public/private sources for overhead applications when used within (<) 21 days of the scheduled harvest date. (When using Type A agricultural water from these sources for overhead applications up to (>) 21 days of the scheduled harvest date follow water metrics in Table 2E/Figure 5 for Type B agricultural water systems.)
· Aseptically collect three (3) samplesone (1) during one irrigation event with at leastthe  one sample taken at the end of the delivery  system (e.g., last sprinkler head); each distinct irrigation system must be tested at least once during the season.per month during the season
· Test for generic E. coli using a FDA-allowed method and assess microbial quality using the three (3) collected samplessample collected.

ACCEPTANCE CRITERIA
No detectable generic E. coli in at least 2 of 3 consecutive samples and < 10 MPN in one remaining samplethe one (1) 100 mL sample collected 
No further action necessary. Water may be used in leafy green operations as outlined in Table 2B.
ACTION LEVEL
Generic E. coli detected in > 2 samples or one sample has levels above (>) 10 MPN / 100 mLthe one (1) 100 mL sample collected
CONDUCT A LEVEL 1 ASSESSMENT:
· If generic E. coli levels in your water exceed the acceptance criterion, prior  to the next irrigation event conduct an agricultural water system assessment as described in Appendix A and retest water (as described in step #2 below) until it is shown to be back in compliance with the acceptance criterion.
· During the next irrigation event, collect 5 - 100 mL samples from the irrigation system and test for generic E. coli. Water can be pulled from the end of any system nodes/branches in the irrigation system of concern. If these water samples also fail to meet the acceptance criterion, discontinue use of this water for overhead applications while continuing to evaluate your water system to identify and correct any failures and continuing to test as described in this step until the water is back in compliance (see Appendix A for guidance on troubleshooting irrigation system failures).
· If this water (i.e., the water from the initial sampling to the last of the follow-up sampling) has been applied to leafy greens, either consider the crop unsuitable for the fresh market or test the crop from all affected lots (i.e., lots that have been irrigated with this water within the <21 days-to- scheduled-harvest window) for STEC (including E. coli O157:H7) and Salmonella. Product needs to be tested prior to harvesting and after your last irrigation event. Sample crop per the protocol described in Appendix C. If any individual sample tests positive for any of these human pathogens, the crop within that lot shall NOT be harvested for the fresh market and human consumption.

[bookmark: _Toc220658331][bookmark: Table2C]TABLE 2B(2). Irrigation Water from Type A Agricultural Water Systems Sourced from Regulated Tertiary Treated Recycled Water Supplies – See FIGURE 3A-3C	Comment by Gustavo Reyes: Water Source Assessment: Criteria was modified from 2/3 samples non detect to 3/3 samples non detectable for generic E.coli

Total 6/6 samples non detectable
Monthly testing during the season.


Routine: One sample, 100 mL, per distribution system per ranch. Sample should be taken monthly. *Farthest away point of the distribution system (last line/last sprinkler head). 

Modifies current requirement of Initial and Routine sampling events (3 – 100mL samples at sprinkler per distribution system) performed at start of season (Initial) and later in season (Routine). Monthly 1 – 100mL sampling is more representative through the growing season as per SME recommendation
	Metric
	Rationale /Remedial Actions

	Examples of regulated tertiary treated recycled wastewater from Type A agricultural water systems:
· Regulated recycled wastewater purple valve water

	Water from regulated tertiary treated recycled water supplies may have low levels of generic E. coli due to regulatory allowable limits. 
Type A agricultural water Water sourced from these systems must be stored and conveyed in well-maintained, closed systems and tested for generic E. coli. Remedial actions vary depending on when the water is being used in relation to harvest.

	B1. Baseline Microbial Water Source Assessment

	Target Organisms: Generic E. coli

	Sampling Procedure:
If historical water test data is not available, aseptically collect at least three (3)-100 mL samples at the source.
Sampling Frequency:
Sample and test the water two times (with sampling events separated by no less than 7 days) before using the water within the 21-days-to-scheduled-harvest-window.
Acceptance Criteria:
Non-detectable generic E. coli in five (5) ofall six (6) -100 mL samples and < 10 MPN as the single sample maximum for one (1) sample.
Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	The purpose of a baseline this assessment is to ensure your regulated tertiary treated recycled water source meets the microbial standards for generic E. coli. This baseline microbialwater source assessment must be conducted before these Type Aregulated recycled water sources can be used for overhead irrigation within 21-days to-scheduled-harvest. For agricultural water systems with multiple wells, each well must be tested prior to use in order to validate the integrity of the agricultural water system.
Self-certification with historical water test data: Ifat least four (4) of the last all five (5) consecutive historical water tests (80%) have no detectable generic E. coli, the remaining one (1) sample does not exceed (<) 10 MPN in 100 mL, and one (1) of those tests was taken within the last 6 months, then the well/regulated tertiary treated recycled water supply is self-certified as a Type A agricultural water source.
Self-certification process when no historical data is available: If historical data is unavailable, test the each well or regulated recycled water twice (separated by no less than seven days) prior to use as the source water for a Type A agricultural water system. If at least five (5) of theall six (6) total samples have no detectable generic E. coli and the remaining sample has < 10 MPN in 100 mL, then the water/well is self-certified as a Type A agricultural water source.
Testing Failure: If test results do not meet the acceptance criteria, then the water/well cannot be considered a Type A agricultural water source. Perform a root cause analysis and an agricultural water system assessment as described in Appendix A to identify and correct the failure. In the interim, the water can be treated or used as a source for a Type B agricultural water system.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.

	C2. Initial Microbial Water Quality Assessment

	Target Organism: Generic E. coli

	Initial Assessment Sampling Procedure:
Aseptically collect at least three (3)-100 mL during one irrigation event at the end of the delivery system (e.g., last sprinkler head).
Initial Assessment Sampling Frequency:
This is a one-time seasonal sampling event for each system with samples collected during one irrigation event occurring before the 21-day-to-scheduled-harvest-period begins. (Also conduct this assessment after any material modifications to Type A overhead irrigation systems.)
Initial Assessment Acceptance Criteria:
Non-detectable generic E. coli in two (2) of three (3)-100 mL samples and < 10 MPN as the single sample maximum for one (1) sample.
Follow-up Testing Acceptance Criteria:
Non-detectable in four (4) of five (5)-100 mL samples and < 10 MPN as the single sample maximum for one (1) sample.
Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	The purpose of this assessment is to confirm that the water’s microbial quality is not being degraded as it passes through your system (i.e., due to equipment conditions). The assessment is performed to verify that your irrigation water delivery system is able to maintain and deliver water of the same microbial quality (e.g., Type A) as the water source.
Unless there is a material change to your system (e.g., change in equipment or type of water treatment), this is a one-time assessment for each irrigation system, and it is not necessary to repeat system evaluations for each irrigation event.
To test your water delivery systems, sample and test irrigation water during an irrigation event. All discrete systems are to be tested before entering the 21-days-to-scheduled-harvest timeframe. To assess the water delivery system, water samples are taken at the end of the line where water contacts the crop.
Initial Assessment Testing
If at least two (2) in three (3) samples do not have detectable levels of generic E. coli, and the level in the one remaining sample is no greater than (<) 10 MPN, then the water system maintains its Type A status.
If water samples do not meet the acceptance criteria (i.e., if two (2) or more of the samples have detectable levels of generic E. coli or the level in at least one sample is greater than (>) 10 MPN), then conduct the following follow-up testing:
Follow-up Testing
1) Prior to the next irrigation event perform a root cause analysis and an agricultural water system assessment as described in Appendix A to identify and correct the failure. 
2) After assessing the system, retest the system for generic E. coli in five (5)-100 mL samples collected during the next irrigation event using the sampling procedure and frequency (described in the left column). Water samples can be pulled from the end of any system nodes/branches in the irrigation system of concern. Of the five (5) follow-up samples, four (4) must have no detectable generic E. coli and the one (1) remaining sample must have levels no greater than (<) 10 MPN / 100 mL.
3) If test results meet the acceptance criterion for generic E. coli, the water system can be used as a Type A system.
Testing Failure: When one sample has more than (>) 10 MPN / 100 mL or more than one sample have detectable generic E. coli, the agricultural water system is disqualified for Type A usage. Perform a root cause analysis to identify and correct the failure (see Appendix A for mitigation measures). In the interim, the water can be used as a Type B agricultural water system.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.

	B2. Routine Verification of the Distribution SystemMicrobial Water Quality

	Target Organisms: Generic E. coli

	Routine Verification Sampling Procedure:
Aseptically collect at least threone (1) 3)-100 mL samples with at least one sample taken at the farthest point/end of the delivery system (e.g., last line or sprinkler head).
Routine Verification Sampling Frequency:
Sample and test each distinct irrigation system for generic E. coli at least monthly during the season.
Routine Verification Acceptance Criterion:
Non-detectable generic E. coli in 100 mL samples and < 10 MPN as the single sample maximum for one (1) in three (3) samples
 Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	To verify irrigation water continues to meet the acceptance criterion throughout the season, design your sampling plan so each distinct irrigation system that is in use is sampled and tested at least once a month when the system is in useduring the season.
If two one (12) or more of the samples hasve detectable levels of generic E. coli ,the level in at least one sample is greater than (>) 10 MPN, prior to the next irrigation event perform a Level 1 Assessment as outlined in Table 2F.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.




[bookmark: _Toc220658332]TABLE 2C. Irrigation water from Type A Agricultural Water Systems sourced from private wells or regulated tertiary treated recycled water supplies – see FIGURE 3A-3C	Comment by Gustavo Reyes: Private wells or providers may contain total coliform bacteria or generic E. coli due to surface water connectivity, intrusion, compromised well structure/design, etc. and are not routinely evaluated at the rigor require to protect public health.

Water Source Assessment: Follows the revised Total Coliform Rule for ground water established by the EPA.
Initial well testing for presence/absence of TC 

Initial positive TC result triggers larger volume follow-up testing for generic E. coli (move from 100 mL sample to 1 L membrane filtration)
Positive gEC in follow-up sampling disqualifies Type A (automatic Type B categorization)

Monthly testing during the season.

One sample, 100 mL, per distribution system per ranch. Sample should be taken monthly. *Farthest away point of the distribution system (last line/last sprinkler head). 

Modifies current requirement of Initial and Routine sampling events (3 – 100mL samples at sprinkler per distribution system) performed at start of season (Initial) and later in season (Routine). Monthly 1 – 100mL sampling is more representative through the growing season 
	Metric
	Rationale /Remedial Actions

	Examplef water from Type A agricultural water systems: Water, sourced from a private well, is conveyed to the field in a closed delivery system and applied to the crop via overhead sprinklers.
Regulated recycled wastewater

	Private wells may contain total coliform bacteria or generic E. coli due to surface water connectivity, intrusion, compromised well structure/design, etc. and should be routinely evaluated with the rigor required to protect public health.
The purpose of this assessment is to ensure your water source (e.g., a wellor regulated tertiary treated recycled water) meets the microbial standards given below, prior to its use on unharvested crops within 21 days to scheduled harvest. Irrigation water from Type A agricultural water systems with well source water would not be expected to contain generic E. coli due to natural filtration as the water passes through the soil. Water from regulated tertiary treated recycled water supplies may have low levels of generic E. coli due to regulatory allowable limits. Type A agricultural water systems must be stored and conveyed in well-maintained, closed systems and tested for generic E. coli. Remedial actions vary depending on when the water is being used in relation to harvest.

	C1. Baseline Microbial Water Source Assessment

	Target Organisms: Total coliform (TC) and generic E. coli (gEC)

	Sampling Procedure:
Baseline testing: If historical water test data is not available, aAseptically collect at least three (3)-one (1) - 100 mL sample at the source.
Follow-up testing (if needed): Aseptically collect one (1)- 1 L sample at the source within 7 days of the initial baseline test.
Sampling Frequency:
Sample and test the water two times (with sampling events separated by no less than 7 days) before using the water within the 21-days-to-scheduled-harvest-window.
Acceptance Criteria:
Non-detectable generic E. coli in five (5) of six (6) 100 mL samples and < 10 MPN as the single sample maximum for one (1) sample.See Table C1.1 below.
Skipping baseline testing and directly doing follow-up testing: If historical well water data indicates a consistent presence of total coliforms (TC) in 100 mL samples, the grower may elect to skip the baseline test and proceed directly to follow-up testing to determine water classification.
Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	This baseline microbialwater source assessment must be conducted before these Type A water sourced from private wells can be used for overhead irrigation within 21-days to-scheduled-harvest. For agricultural water systems with multiple wells, each well must be tested for total coliforms (and, potentially, generic E. coli) prior to use in order to validate the integrity of the agricultural water system.
Follow-up testing: If total coliform is detected in the baseline water sample (100 mL), conduct follow-up testing of a one-liter sample* within 7 days of the initial baseline test according to the table below. 
Self-certification with historical water test data: If at least four (4) of the last five (5) consecutive historical water tests (80%) have no detectable generic E. coli, the remaining one (1) sample does not exceed (<) 10 MPN in 100 mL, and one (1) of those tests was taken within the last 6 months, then the well/regulated tertiary treated recycled water supply is self- certified as a Type A agricultural water source.
Self-certification process when no historical data is available: If historical data is unavailable, test each well or regulated recycled water twice (separated by no less than seven days) prior to use as the source water for a Type A agricultural water system. If at least five (5) of the six (6) total samples have no detectable generic E. coli and the remaining sample has < 10 MPN in 100 mL, then the water/well is self-certified as a Type A agricultural water source.
Testing failure: If the baseline test results do not meet the acceptance criteria for total coliform and/or generic E. coli, perform a root cause analysis and an agricultural water system assessment as described in Appendix A to identify and correct the failure (e.g., change faulty check valve)then . If the follow-up testing shows that the water/well still cannot be considered a Type A agricultural water source, either treat the water can be treated or used it as a source for a Type B agricultural water system.

		Table C1.1. Water source assessment acceptance criteria

	Baseline Testing
(optional: if AWA/historic data shows well is higher risk, skip and proceed with follow-up testing)
	Follow-up Testing 
	Action

	TC- (100mL)
	NONE
	Use water as Type A

	TC+ (100mL)
	gEC- and TC < 99 MPN or CFU/L 
(1L membrane filtration) *
	Use water as Type A

	TC+ (100mL)
	gEC- and TC > 99 MPN or CFU/L 
(1L membrane filtration) *
	Retest to confirm as Type A or classify as Type B (see Table 2A)

	TC+ (100mL)
	gEC+ 
(1L membrane filtration) *
	Type B (see Table 2A) cannot test to reclassify




	*See Appendix A for equivalent sampling and testing methods.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the party responsible for a period of two years.

	C2. Initial Microbial Water Quality Assessment

	Target Organism: Generic E. coli

	Initial Assessment Sampling Procedure:
Aseptically collect at least three (3)-100 mL during one irrigation event at the end of the delivery system (e.g., last sprinkler head).
Initial Assessment Sampling Frequency:
This is a one-time seasonal sampling event for each system with samples collected during one irrigation event occurring before the 21-day-to-scheduled-harvest-period begins. (Also conduct this assessment after any material modifications to Type A overhead irrigation systems.)
Initial Assessment Acceptance Criteria:
Non-detectable generic E. coli in two (2) of three (3)-100 mL samples and < 10 MPN as the single sample maximum for one (1) sample.
Follow-up Testing Acceptance Criteria:
Non-detectable in four (4) of five (5)-100 mL samples and < 10 MPN as the single sample maximum for one (1) sample.
Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	The purpose of this assessment is to confirm that the water’s microbial quality is not being degraded as it passes through your system (i.e., due to equipment conditions). The assessment is performed to verify that your irrigation water delivery system is able to maintain and deliver water of the same microbial quality (e.g., Type A) as the water source.
Unless there is a material change to your system (e.g., change in equipment or type of water treatment), this is a one-time assessment for each irrigation system, and it is not necessary to repeat system evaluations for each irrigation event.
To test your water delivery systems, sample and test irrigation water during an irrigation event. All discrete systems are to be tested before entering the 21-days-to-scheduled-harvest timeframe. To assess the water delivery system, water samples are taken at the end of the line where water contacts the crop.
Initial Assessment Testing
If at least two (2) in three (3) samples do not have detectable levels of generic E. coli, and the level in the one remaining sample is no greater than (<) 10 MPN, then the water system maintains its Type A status.
If water samples do not meet the acceptance criteria (i.e., if two (2) or more of the samples have detectable levels of generic E. coli or the level in at least one sample is greater than (>) 10 MPN), then conduct the following follow-up testing:
Follow-up Testing
4) Prior to the next irrigation event perform a root cause analysis and an agricultural water system assessment as described in Appendix A to identify and correct the failure. 
5) After assessing the system, retest the system for generic E. coli in five (5)-100 mL samples collected during the next irrigation event using the sampling procedure and frequency (described in the left column). Water samples can be pulled from the end of any system nodes/branches in the irrigation system of concern. Of the five (5) follow-up samples, four (4) must have no detectable generic E. coli and the one (1) remaining sample must have levels no greater than (<) 10 MPN / 100 mL.
6) If test results meet the acceptance criterion for generic E. coli, the water system can be used as a Type A system.
Testing Failure: When one sample has more than (>) 10 MPN / 100 mL or more than one sample have detectable generic E. coli, the agricultural water system is disqualified for Type A usage. Perform a root cause analysis to identify and correct the failure (see Appendix A for mitigation measures). In the interim, the water can be used as a Type B agricultural water system.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.

	C23. Routine Verification of the Overhead Distribution SystemMicrobial Water Quality

	Target Organisms: generic E. coli

	Routine Verification Sampling Procedure:
Collect oneThree (3)-100 mL samples aseptically collected at the end of the delivery system (e.g., the last sprinkler head). 
Routine Verification Sampling Frequency:
Sample and test each distinct irrigation system for generic E. coli at least oncemonthly (or at the next irrigation event if greater than monthly)during the season.
Routine Verification Acceptance Criterion:
Non-detectable generic E. coli in 100 mL water samples and < 10 MPN as the single sample maximum for one (1) in three (3) samples
Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	To verify irrigation water continues to meet the acceptance criteria throughout the season, design your sampling plan so each distinct irrigation system that is in use is sampled and tested at least once monthly, when the system is in use(or at the next irrigation event if greater than monthly) during the season.
If the sample has detectable levels of generic E. coli or the level in at least one sample is greater than (>) 10 MPN, prior to the next irrigation event perform a Level 1 Assessment as outlined in Table 2F.


	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.





[bookmark: _Toc220658333]FIGURE 3A. Irrigation Water from Type A Agricultural Water Systems Sourced from Private Wells or Regulated Tertiary Treated Recycled Water Supplies – See TABLE 2C	Comment by Gustavo Reyes: Figures will be updated after the comment periods. Please focus on the tables for comments. 

BASELINE MICROBIAL ASSESSMENT
Self-certification with historical water test data:
Assessment conducted using historical water test records consisting of 5 consecutive water test results – one of which occurred in the last 6 months.
ACCEPTANCE CRITERIA
No detectable generic E. coli in all but one sample and no greater than 10 MPN in that one sample
ACTION LEVEL
Generic E. coli detected in > 2 samples or one sample has levels above (>) 10 MPN / 100 mL
Water source cannot be considered part of a Type A agricultural water system.
Water source is self-certified; no further action necessary until the initial microbial water quality assessment.

REMEDIAL ACTION
· Perform a root cause analysis and an agricultural water system assessment as described in Appendix A to identify and correct the failure.
· In the interim, the water can be treated or used as a source for a Type B agricultural water system. If you choose to treat the water, follow Type BàA water system requirements.
· See Appendix A for guidance on mitigation measures such as shock treatment for contaminated wells.
If historical data is unavailable:
To self-certify, take three (3)-100 mL samples at the water source on two sampling occasions separated by > 7 days.

[bookmark: _Toc220658334]FIGURE 3B. Irrigation Water from Type A Agricultural Water Systems Sourced from Private Wells or Regulated Tertiary Treated Recycled Water Supplies – See TABLE 2C	Comment by Gustavo Reyes: Figures will be updated after the comment periods. Please focus on the tables for comments. 

INITIAL MICROBIAL WATER QUALITY ASSESSMENT
To test the irrigation water delivery system, collect three (3)-100 mL samples during one irrigation event at the end of the delivery system (e.g., last sprinkler head) and analyze for generic E. coli using a FDA-allowed method.
ACCEPTANCE CRITERIA
No detectable generic E. coli in at least 2 of 3 samples and < 10 MPN in one remaining sample
ACCEPTANCE CRITERIA
No detectable generic E. coli in at least  4 of 5 samples and < 10 MPN in one remaining sample
ACTION LEVEL
Generic E. coli detected in > 2 samples
OR
Levels above (>) 10 MPN / 100 mL in a single sample
No further action necessary. 
Water may be used in leafy green operations as outlined in Table 1A.
FOLLOW-UP TESTING:
· Pause irrigation to perform a root cause analysis and an agricultural water system assessment as described in Appendix A to identify and correct the failure. 
· After conducting the analysis and assessment, retest the water in five (5)-100 mL samples collected during the next irrigation event (sampling locations can be at the end of any segment or node/branch within the irrigation system of concern).
Agricultural water system is disqualified for Type A usage; however, water can be used as a Type B agricultural water system.
ACTION LEVEL
Generic E. coli detected in > 2 samples OR > 1 sample has level above (>) 10 MPN / 100 mL
Generic E. coli detected in > 2 samples OR > 1 sample has level above (>) 10 MPN / 100 mL


[bookmark: _Toc220658335]FIGURE 3C. Irrigation Water from Type A Agricultural Water Systems Sourced from Private Wells or Regulated Tertiary Treated Recycled Water Supplies – See TABLE 2C	Comment by Gustavo Reyes: This will become one figure for the routine monitoring of all type A water sources (As the figure above)

ROUTINE MONITORING of  MICROBIAL WATER QUALITY 
· For Type A agricultural water from regulated recycle water / private well sources for overhead applications when used within (<) 21 days of the scheduled harvest date. (When using Type A agricultural water from these sources for overhead applications up to (>) 21 days of the scheduled harvest date follow water metrics in Table 2E/Figure 5 for Type B agricultural water systems.)
· Collect three (3) samples at the end of the delivery system (e.g., last sprinkler head); test each distinct irrigation system in use at least once during the season.
· Test for generic E. coli using a FDA-allowed method. 
· Assess microbial quality using the three (3) collected samples.
ACCEPTANCE CRITERIA
No detectable generic E. coli in at least 2 of 3 consecutive samples and < 10 MPN in one remaining sample
No further action necessary. Water may be used in leafy green operations as outlined in Table 2C.
ACTION LEVEL
Generic E. coli detected in > 2 samples or one sample has levels above (>) 10 MPN / 100 mL
CONDUCT A LEVEL 1 ASSESSMENT:
· If generic E. coli levels in your water exceed the acceptance criterion, prior to the next irrigation event, conduct an agricultural water system assessment as described in Appendix A.
· Retest the water for generic E. coli during the next irrigation event in five (5) - 100 mL samples. Water can be pulled from the end of any system nodes/branches in the irrigation system of concern. If these water samples also fail to meet the acceptance criterion, discontinue use of this water for overhead applications while continuing to evaluate your water system to identify and correct any failures and continuing to test as described in this step until the water is back in compliance (see Appendix A for guidance on troubleshooting irrigation system failures).
· If this water (the water from the initial sampling to the last of the follow-up sampling) has been applied to leafy greens, either consider the crop unsuitable for the fresh market or test the crop from all affected lots (i.e., lots that have been irrigated with this water within the <21 days-to-scheduled-harvest window) for STEC (including E. coli O157:H7) and Salmonella. Product needs to be tested prior to harvesting and after your last irrigation event. Sample crop per the protocol described in Appendix C. If any individual sample tests positive for any of these human pathogens, the crop within that lot shall NOT be harvested for the fresh market and human consumption.

[bookmark: Table2D][bookmark: _Toc220658336]TABLE 2D: Irrigation Water from Treated Type B  A Agricultural Water Systems – See FIGURE 4.	Comment by Gustavo Reyes: Baseline (Source water quality) 

Perform baseline assessment as specified in Type A and Type B Water


Initial Verification (System Efficacy)
Microbial Testing

Establish treatment parameters (B to A)

Critical limit residual testing
Operating limit residual testing


Chemical: This assessment is conducted to confirm that the treated water does not degrade in microbial quality as it passes through the distribution system(s). To be performed during the irrigation event and to be representative of the distribution system and length of the irrigation event. 

Microbial: Conducted to assess the quality of the water during treatment. 

3/3 non detects for generic E.coli as rec by SME


Chemical residual (or other) to confirm treatment system is operating as intended

Requirement to record/document residual of treated water as mandatory verification data within “Routine Monitoring” within 21 days to harvest. 

(Treatment must be delivered in a manner, and monitored at a frequency adequate, to ensure that the treated water is consistently safe and of adequate sanitary quality -FDA

Routine monitoring of residual should be collected at the farthest end of the distribution system (last line/ last sprinkler head).

Adopted FSMA Language Monitor by testing residuals at a frequency adequate, to ensure that the treated water is consistently safe and of adequate sanitary quality for its intended use


Monthly testing during the season.

One sample, 100 mL, per distribution system per ranch. Sample should be taken monthly. *Farthest away point of the distribution system (last line/last sprinkler head). 

Modifies current requirement of Initial and Routine sampling events (3 – 100mL samples at sprinkler per distribution system) performed at start of season (Initial) and later in season (Routine). Monthly 1 – 100mL sampling is more representative through the growing season without much additional cost. 

Total coliform - log reduction dropped as industry does not use this method. Also system should be validated as part of the initial assessment; this is for the distribution system

	Metric
	Rationale /Remedial Actions

	Example of treated water from a Type B→A agricultural water system: Water may arrive at the production area in an irrigation district canal or lateral from which it is pumped and treated before being used in overhead sprinkler irrigation.
	When water from a Type B agricultural water system is used in an overhead application within (<) 21 days to the scheduled harvest date, it must be treated to move it from a Type B agricultural water system to a Type A system (B→A) by a scientifically valid antimicrobial water treatment - i.e., contain an approved antimicrobial water treatment at sufficient concentration to prevent potential contamination risk during overhead applications.

Microbial and/or pPhysical/ or chemical testing of the source and system must be performed and documented, as appropriate to the specific operation, to demonstrate that performance criteria have been met before use within (<) 21 days to the scheduled harvest date and continues to be met throughout its use.

Water in open delivery systems (e.g., reservoirs and ponds) may be used in overhead applications within 21 days toof the scheduled harvest, if it is treated at the same timeas it is applied to crops.


	D1. Water Source Assessment

	For private wells, see Table 2C
For Type B water, see Table 2A
	Requirement: For Type B water that will be treated and used in overhead applications, growers shall assess the water source.

	D2. Initial Assessments – Two Components

	The initial assessment is conducted to confirm that: (i) your water treatment is set up correctly and is maintained throughout the irrigation event before it needs to be used routinely, and (ii) the treated water’s microbial quality does not degrade as it passes through the distribution system(s) (i.e., due to equipment conditions). 

	D2(a). Monitoring of Chemical Residuals and Operational Parameters

	Sampling Procedure: 
At a minimum, collect at least one (1) chemical residual measurement at the farthest point/end of the delivery system (e.g., last line or sprinkler head).
Sampling Frequency: 
At a minimum, measurements shall be taken at the beginning after the system has stabilized, midway through the irrigation event, and near the end of the irrigation event; more frequent measurements are recommended to capture fluctuations in the system and monitor that treatment is maintained throughout the irrigation event.

	Before using treated water to irrigate crops within the ≤ 21 days-to-scheduled-harvest timeframe, growers must first establish SOPs outlining irrigation treatment process parameters for all irrigation treatment systems unless duplicative systems are in use.
This assessment is to be conducted: 
· Prior to the 21-days-to-scheduled-harvest window for each distinct system (e.g., different water source, sanitizer, or treatment process) or when there is a material change to the system (e.g., change in equipment or type of water treatment). Review Appendix A for examples on material changes and different systems.
· After startup and when the system has stabilized.
· Once per system (does not need to be repeated every season as long as there are no material changes to the system).
It is recommended that monitoring includes measurements of chemical residuals at the beginning of the distribution system to confirm proper chemical injection and system start-up performance and at the farthest point/end of the delivery system (e.g., the last line or sprinkler head) to verify that target concentrations are maintained throughout the system.
For non-chemical treatments monitoring shall include verification of system integrity and performance parameters (e.g., UV dose, ozone concentration, filtration pressure, flow rate, and contact time) at the system inlet and outlet.

	D2(b). Initial Microbial Quality Assessment

	Target Organisms:
· Generic E. coli

	Sampling Procedure:
Aseptically collect three (3) - 100 mL samples with at least one (1) collected from the beginning of the distribution system and one (1) at the end of the system (e.g., the last sprinkler head). 

Sampling Frequency:
Prior to the 21 days-to-scheduled-harvest window or when there is a material change to the system.
Acceptance Criteria:
Non-detectable generic E. coli in all three (3)-100 mL water samples 
Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	For all overhead irrigation systems, sample and test water from each distinct irrigation treatment system on at least one occasion prior to 21 days-to-scheduled harvest or when there is a material change to the system.
If two (2) or moreany of the three (3)-100 mL samples do not meet the acceptance criteria for generic E. coli, and at least one sample is greater than (>) 10 MPN and one (1) or more of the total coliforms results do not meet the monitoring criteria, prior to the next irrigation event perform corrective actions and conduct another initial assessment (D2) before using it within the 21-day-to-harvest window as outlined in Table 2F.


	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.

	D4. Routine Monitoring of Water Treatment 

	Antimicrobial water treatments - USEPA-approved for use in agricultural water; for non-chemical treatment options (e.g., physical or UV) conduct microbial testing for routine monitoring.
Target variable: Antimicrobial irrigation water treatment or manufacturer’s operational specifications (e.g., per manufacturer’s recommendations, chemical concentration, etc.).

	Testing Procedure:	Comment by Gustavo Reyes: At a min 3 residual tests. Include language that it has to be representative as per their SOP. 

Also, make sure that the records section is update to require residual to be recorded for these tests.	Comment by Susan Leaman: Not sure if the WG wanted to keep “at the last sprinkler head” for one location. Seems prudent to me to do so...	Comment by Gustavo Reyes: Agreed, the WG was ok with it being the last sprinkler head
After the system has stabilized, at a minimum, conduct three (3) residual tests using:*
· Chemical reaction-based colorimetric test, or
· Ion-specific probe, or
· Other as recommended by antimicrobial chemical water treatment supplier or manufacturer’s specifications.
Measure and record chemical residuals at the end of the system (e.g., the last sprinkler head) and two (2) other locations per your SOP. Collect residual tests as per your SOP to verify parameters established for the water treatment system are being met. 
Testing Frequency:
Monitoring must be conducted during each irrigation event when the treatment system is in use within the 21-days-to-harvest window. Monitor by measuring residuals at a frequency adequate, to ensure that the treated water is consistently safe and of adequate sanitary quality for its intended use.

* For monitoring non-chemical treatment options (e.g., physical or UV) conduct microbial testing (per section D5. Routine verification of the distribution system).
	Whenever your system is in use, ongoing monitoring is conducted to ensure that your system is working correctly. 
Follow the manufacturer’s label or operational instructions when Mmonitoring the efficacy of the water treatment method per the manufacturer’s label or operational instructions. Treatment must be delivered in a manner, and monitored at a frequency adequate, to ensure that the treated water is consistently safe and of adequate sanitary quality for its intended use. Use the SOPs created during the initial assessment.
During each water treatment irrigation event, to demonstrate the irrigation system is performing as intended, document:
· Flow rates
· Treatment-related parameters such as residual antimicrobial levels, pH, dose settings, UVT, etc.
If water quality falls outside the acceptable monitoring parameters, conduct microbial testing per section D51. Routine Verification of 
If monitoring shows that the water treatment parameters are not being met, do not use the water.
· Perform a corrective action to assure the water treatment is effective before using the water.
· If deemed necessary, conduct microbiological testing per section D5 to verify that the treatment was effective and have that result as part of the corrective action documentation.
· If the verification microbiological sample does not meet acceptance criteria, perform a root cause analysis and correct the treatment process. Product must be tested for pathogens before harvesting. Follow Table 2F for product testing requirements.

	Test Method: Per label instructions

	Records: During every irrigation event, treatment-related parameter values such as residual antimicrobial levels (for chemical treatments), and other treatment-related parameter values (e.g., pH, dose settings, UVT, etc.) must be documented to demonstrate the system is working as intended. Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, the measured values, and, if applicable, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.

	D5. Routine Verification of the Distribution System 

	Target Organisms: Generic E. coli, total coliform (optional)

	Routine Verification Sampling Procedure:
At a minimum, aseptically collect at least three (3)-one (1) - 100 mL samples at the end of each distinct delivery system (e.g., last sprinkler head) or at the next application event.
Routine Verification Sampling Frequency:
At least once a month when the system is in use, sample and test each distinct irrigation system for generic E. coli.   
Routine VerificationRoutine Acceptance Criterion:
Non-detectable generic E. coli in 100 mL water sample
If more than one test is taken within a month, those tests must also have no detectable generic E. coli in 100 mL water sample.
Routine Data Monitoring Criterion:
Total coliforms < 99 MPN/100 mL (optional)
Note: For the purposes of water testing, MPN and CFU are considered equivalent. 
* As an alternative to the threshold approach for total coliforms (< 99 MPN / 100 mL), operators can verify their irrigation treatment system by conducting paired pre- and post-treatment microbial testing of water distribution system (see Appendix A for additional guidance on conducting a log reduction assessment).
	Routine testing of the microbial water quality verifies that the water quality is not being degraded as it passes through the distribution system and continues to meet the microbial quality acceptance criteria throughout the season. Routine verification of treated irrigation water systems is focused on the system’s function.
Sampling needs to occur at a frequency that allows operators to verify they have control of their treatment system. An essential component of this verification process is building a dataset so microbial quality can be analyzed to best inform you how to effectively run your water treatment system.
Corrective action for microbial testing failure:
· If microbiological testing shows that the water did not meet generic E. coli acceptance criteria within 21 days of a scheduled harvest, perform a root cause analysis and correct the concern. 
· The product must be tested for pathogens before harvest if this water was used in overhead application. Follow the product testing requirements in the level 1 assessment as outlined in Table 2F.

	Test Method: Any FDA-allowed method

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.

	D6. When Adding Crop Nutrients and/or Crop Protection Materials within 21 Days To Scheduled Harvest 

	Target Organisms:
· Generic E. coli
Sampling Procedure:
· Collect one (1) – 100 mL sample pre-treatment from the water source 
Sampling Frequency:
· Sampling is conducted during the irrigation event when crop nutrition/protection chemicals are being applied. 
Microbial criteria
The 100 mL sample must comply with the criteria specified in Table X below.
	This section applies to instances when application of crop nutrition and crop protection materials is necessary within the 21 days-to-scheduled-harvest window. These chemicals may be incompatible with water treatment chemicals and therefore may require non-treated water for their application. The timing of applications should be carefully considered using historical data and risk assessments. When making decisions consider chemical compatibility, label restrictions, manufacturers recommendations, chemical concentration, timing of irrigation to harvest, etc.  

The use of crop nutrition and crop protection materials may be necessary within 21 days-to-scheduled-harvest. This allowance ONLY applies to overhead application (i.e. chemigation, fertigation) of crop nutrition and crop protection materials when they are incompatible with water treatment. 
If necessary, water treatment will not be required within 21 days-to-scheduled-harvest, ONLY during the time when crop nutrition/protection materials are being applied via overhead irrigation. Food safety risks should be evaluated and mitigations implemented as necessary. There are two options available for water use when utilizing this section. 
Option 1: 
A window for application of crop nutrition and crop protection materials is allowed at the beginning of the irrigation event when followed by antimicrobial water treatment. Impacted crops will need to be pre-harvest tested for pathogens (see Table 2F). Test the crop from all affected lots (i.e. lots that have been irrigated with this water within the 21 days to scheduled harvest window) for STEC (including E. coli O157:H7) and Salmonella. Product needs to be tested after the last irrigation event and prior to harvesting. 
Option 2:  
A window for application of crop nutrition and crop protection materials is allowed at the beginning of the irrigation event when followed by antimicrobial water treatment. Collect one (1)-100 ml water sample as close to the point of use but prior to injection of chemicals. Sample must be taken at the time of use and tested for generic E. coli. Once test results are obtained, utilize Table X to determine the course of action. Water test results must be obtained prior to harvest or pre-harvest product testing is required.

	Table X. Microbial Water Quality Criteria for Option 2

	Days to schedule harvest
	Water test results
(generic E. coli MPN/ 100 mL) the sample must comply with the criteria below
	Action

	< 14
	1-10
	No action required

	
	>10
	Pre-harvest product testing required per Appendix C (Risked-based protocol)

	15-21
	0-10
	No action required

	
	11-235
	Die-off must be met (Reference Appendix A)

	
	>235
	Pre-harvest product testing required per Appendix C (Risked-based protocol)

	> 21
	Follow Type B metrics in Table 2E

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.




[bookmark: _Toc220658337]FIGURE 4A. Irrigation Water from Type B→A (Treated) Agricultural Water Systems – See TABLE 2D	Comment by Gustavo Reyes: Figure To be updated	Comment by Susan Leaman: Add another decision tree (Figure 4B) to reflect section D6 of Table 2D.ROUTINE MONITORING of MICROBIAL WATER QUALITY 
· Collect three (3) – 100 mL samples during one irrigation event with at least one sample taken at the end of the distribution irrigation system (e.g., last sprinkler head).
· Sample monthly during use and test for generic E. coli and total coliforms using a FDA-allowed method.
· If the irrigation system is being used up until 21 days to scheduled harvest, sample each distinct irrigation system on one occasion and follow microbial standards in Table 2E / Figure 5 for Type B agricultural water systems.
· If the irrigation system is being used within the 21-days-to-harvest-window, sample each distinct irrigation system on two occasions separated by at least three (3) days.
ACCEPTANCE CRITERIA
No detectable generic E. coli in at least 2 of 3 samples and < 10 MPN in one sample

DATA MONITORING CRITERIA
< 99 MPN in 100 mL or an adequate log reduction based on the untreated water’s baseline total coliform levels
No further action necessary. 
Water may be used in leafy green operations as outlined in Table 2D.
ACTION LEVEL
Generic E. coli detected in > 2 samples or level above (>) 10 MPN / 100 mL in a single sample
CONDUCT A LEVEL 1 ASSESSMENT:
When using Type BàA agricultural water for overhead applications within (<) 21 days of the scheduled harvest date:
· If generic E. coli or total coliform levels in your water exceed the acceptance and/or monitoring criteria, pause irrigation and conduct an agricultural water system assessment as described in Appendix A to determine why the treatment was not effective.
· Retest the water for generic E. coli and total coliforms during the next irrigation event in five (5) - 100 mL samples. Water can be pulled from any point in the distribution systems in the irrigation treatment system of concern with at least one coming from the last sprinkler head. If these water samples also fail to meet the acceptance and/or monitoring criteria, discontinue use of this water for overhead applications while continuing to evaluate your water system to identify and correct any failures and continuing to test as described in this step until the water is back in compliance (see Appendix A for guidance on troubleshooting irrigation system failures).
· If this water (the water from the initial sampling applied to the crop within 21 days to harvest to the first and last of the follow-up sampling) with generic E. coli above the acceptance criteria has been applied to leafy greens, either consider the crop unsuitable for the fresh market or test the crop from all affected lots (i.e., lots that have been irrigated with this water within the <21 days-to-scheduled- harvest window) for STEC (including E. coli O157:H7) and Salmonella. Product needs to be tested prior to harvesting and after your last irrigation event. Sample crop per the protocol described in Appendix C. If any individual sample tests positive for any of these human pathogens, the crop within that lot shall NOT be harvested for the fresh market and human consumption.




[bookmark: Table2E][bookmark: _Toc220658338]TABLE 2E. Irrigation Water from Type B Agricultural Water Systems Intended for Overhead Irrigation prior to 21 days – See FIGURE 5
	Metric
	Rationale /Remedial Actions

	Example of water use from a Type B agricultural water system - water may arrive at the field in an irrigation district canal from which it is then used to overhead irrigate crop prior to 21 days to the scheduled harvest date.
	Water from Type B agricultural water systems is untreated and exposed to the environment (e.g., open sources and/or delivery systems) so that its quality may be inadequate for overhead irrigation within (<) 21 days to the scheduled harvest date. Water from these systems is restricted to use in overhead irrigation when applied prior to (>) 21 days to the scheduled harvest date.
Also, water from Type A agricultural water systems can be sampled and tested under Type B agricultural water system requirements when it is used for overhead irrigation prior to 21 days before the scheduled harvest date.

	E1. Routine Verification of the Distribution SystemMicrobial Water Quality

	Target Organisms: Generic E. coli

	Routine Verification Sampling Procedure:
100 mL sample collected aseptically at the point-of-use, i.e., one sprinkler head per water source for irrigation, water tap for pesticides, etc. preseason irrigation water may be tested and utilized.
Routine Verification Sampling Frequency:
One sample per water source shall be collected and tested prior to use if > 60 days since last test of the water source. Additional samples shall be collected no less than 18 hours apart and at least monthly (or at the next irrigation event if greater than monthly) during use from points within the water distribution system.
Routine Verification Acceptance Criterion:
< 126 MPN / 100 mL (geometric mean) and < 235 MPN/100mL for any single sample.
Note: For the purposes of water testing, MPN and CFU are considered equivalent.
	When using water from Type B agricultural water distribution systems for overhead applications prior to (>) 21 days of the scheduled harvest date, samples for microbial testing shall be taken as close as practicable to the point-of-use (i.e., to be determined by the sampler, to ensure the integrity of the sample, using sampling methods as prescribed in Table 2D) so as to test both the water source and the water distribution system. In a closed water distribution system (meaning no connection to the outside) water samples may be collected from any point within the system but are still preferred at the point-of-use. No less than one (1) sample per month (or at the next irrigation event) per water distribution system is required under these metrics. If there are multiple potential point-of-use sampling points in a water distribution system, then samples shall be taken from different point-of-use locations each subsequent sampling event (randomize or rotate sample locations).
Water for pre-harvest, direct edible portion contact prior to (>)21 days before scheduled harvest shall meet or exceed antimicrobial standards for recreational water, based on a rolling geometric mean of the five (5) most recent samples. However, a rolling geometric mean of five samples is not necessarily required prior to irrigation or harvest. If less than five (5) samples are collected prior to irrigation, the acceptance criteria depend on the number of samples taken. For example:
· If only one (1) sample has been taken, it must be below (<)126 MPN / 100 mL.
· Once two (2) samples are taken, a geometric mean can be calculated, and the normal acceptance criteria apply.
If the acceptance criteria are exceeded during this time period, additional samples may be collected to reach a five (5)-sample rolling geometric mean.
The rolling geometric mean calculation starts after five (5) samples have been collected. If the water source has not been tested in the past 60 days, the first water sample shall be tested prior to use, to avoid using a contaminated water source. After the first sample is shown to be within acceptance criteria, subsequent samples shall be collected no less frequently than monthly at points-of-use within the water distribution system.
Ideally, pre-harvest water used prior to 21 days before harvest for overhead applications should not contain generic E. coli, but low levels do not necessarily indicate that the water is unsafe. Investigation and/or remedial action SHOULD be taken when test results are higher than normal or indicate an upward trend. Investigation and remedial action SHALL be taken when acceptance criteria are exceeded.
Remedial Actions: If the rolling geometric mean (n=5) or any one sample exceeds the acceptance criteria, then the water shall not be used whereby edible portions of the crop are contacted by water until remedial actions have been completed and generic E. coli levels are within acceptance criteria:
· Conduct an agricultural water system assessment of water source and water distribution system to determine if a contamination source is evident and can be eliminated. Eliminate identified contamination source(s).
· For wells, perform an agricultural water system assessment and/or treat as described in Appendix A and retest as described in section 6.3.2.
· Or begin water treatment
Retest the water after conducting the agricultural water system assessment and/or taking remedial actions to determine if it meets the outlined microbial acceptance criteria for this use. Retest the water daily;, take three samples, no less than 18 hours apart at the point closest to use. This sSamples should represent the conditions of the original water system, if feasible this test should be at the original sampling point. A more aggressive sampling program (i.e., sampling once per week instead of once per month) or water treatment shall be instituted if an explanation for the exceedance is not readily apparent. This type of sampling program should also be instituted if an upward trend is noted in normal sampling results.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.




[bookmark: _Toc220658339]FIGURE 5. Irrigation Water from Type B Agricultural Water Systems intended for Overhead Irrigation – See TABLE 2EROUTINE MONITORING of MICROBIAL WATER QUALITY 
· If using > 21 days prior to the scheduled harvest date, collect one (1) – 100 mL samples per irrigation water system at the point of use monthly.
· Analyze samples for generic E. coli using a FDA-allowable method.
· Calculate geometric means using the five most recent samples.
ACCEPTANCE CRITERIA
< 126 MPN / 100mL (geometric mean)
AND
< 235 MPN / 100 mL in a single sample


No further action necessary. 
Water from this source may be used for any use such as crop foliar applications and/or irrigation up until 21 days to scheduled harvest. However, when test results are higher than normal or indicate an upward trend, investigation and/or remedial action SHOULD be taken.
ACTION LEVEL
> 126 MPN / 100mL (geometric mean)
OR
235 MPN / 100 mL in a single sample
REMEDIAL ACTIONS:
· Discontinue use for foliar and direct contact with the edible portion of the plant applications until it returns to compliance.
· Examine the water source and distribution system to determine if a contamination source is evident and can be eliminated.
· For wells, perform an agricultural water system assessment and/or treat as described in Appendix A.
· After performing an agricultural water system assessment and/or remedial actions, retest the water at the same sampling point.
· Take three samples, no less than 18 hours apart at the point closest to use. If any of these samples is >126 MPN/ 100mL, repeat agricultural water system assessment and/or remedial action.
· Do not use water from that water system, in a manner that directly contact edible portions of the crop, until the water can meet the outlined acceptance criteria for this use or treat water to meet the acceptance criteria.

CROP TESTING:
· If crop has been directly contacted with water exceeding acceptance criteria, sample and test product for STEC (including E. coli O157:H7) and Salmonella as described in Appendix C, prior to harvest.
· If crop testing indicates the presence of either pathogen, do NOT harvest for fresh market and human consumption.
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[bookmark: Table2F][bookmark: _Toc220658340]TABLE 2F. Level 1 Assessment - Remedial Actions for Type A and B→A Agricultural Water Systems – See FIGURE 4
	Metric
	Rationale/Remedial Actions

	Target Organisms: Generic E. coli and total coliforms

	Remedial Actions Sampling Procedure:
Aseptically collect five (5)-100 mL sample from any point in the delivery system with a minimum of one from the last sprinkler head, i.e., at the last point of contact with the crop - (e.g., last sprinkler head).
Remedial Actions Sampling Frequency:
Sample water during the next consecutive irrigation event after a sample fails the acceptance criterion or monitoring criterion.
Remedial Actions Acceptance Criterion for Generic E. coli:
80% non-detectable generic E. coli  in all 100 mL samplesand < 10 MPN as the single sample maximum for one (1) sample
Remedial Actions Monitoring Criterion for Total Coliform Monitoring Level Failure:
Residual Monitoring
For type B  A systems. Residual levels shall be measured and recorded at the time of sampling to document treatment performance during the irrigation event.
Residual monitoring results that confirm the treatment system is operating within target parameters,

 5/5 samples with a maximum level of 99 MPN in 100 mL in all water samples or an adequate log reduction based on the untreated water’s baseline total coliform levels (refer to Appendix A for log reduction guidance)
	When using agricultural water systems for overhead applications up to (>) 21 days of the scheduled harvest date:
· Follow water metrics in Table 2D for Type B agricultural water systems.
When using water from Type A and/or B→A agricultural water systems for overhead applications within (<) 21 days of the scheduled harvest date:
Generic E. coli
1. If generic E. coli levels in your water exceed the acceptance criterion, prior to the next irrigation event conduct an agricultural water system assessment as described in Appendix A. During the next irrigation event, collect five (5)-100 mL samples from the irrigation system and test for generic E. coli. Water can be pulled from any point in the delivery systems in the irrigation treatment system of concern with at least one coming from the last sprinkler head. If these water samples also fail to meet the acceptance criterion, discontinue use of this water for overhead applications while continuing to evaluate your irrigation treatment system to identify and correct any failures and continuing to test as described in this step until the water is back in compliance (see Appendix A for guidance on troubleshooting irrigation treatment system failures).
1. If this water (the water from the initial sampling to the last round of sampling) has been applied to leafy greens, test the crop from all affected lots (i.e., lots that have been irrigated with this water within the <21 days-to-scheduled-harvest window) for STEC (including E. coli O157:H7) and Salmonella. Product needs to be tested prior to harvesting and after your last irrigation event. The crop within that lot shall NOT be harvested for the fresh market if either pathogen is present. Sample crop per the protocol described in Appendix C. If any individual sample tests positive for any of these human pathogens, the crop within that lot shall NOT be harvested for human consumption.
Total coliforms
If these water samples fail to meet the monitoring criterion perform a root cause analysis and continue to evaluate your irrigation treatment system to identify and correct any failures and continuing to test as described in this step until the water is back in compliance (see Appendix A for guidance on troubleshooting irrigation treatment system failures).
Water can still be used as a Type A system and no pre-harvest pathogen testing is required as long as the generic E. coli acceptance criterion is met.

	Test Method: Any FDA-allowed method2

	Records: Each water sample and analysis shall record the type of water source, date, time, and location of the sample, the method of analysis, and, if quantitative, the detection limit. All test results and remedial actions shall be documented and available for verification from the grower/handler who is the responsible party for a period of two years.





[bookmark: _Toc220658341]TABLE 2G. Harvest Direct Product Contact, Harvest Food-Contact Surfaces, and Hand Wash Water (On Farm Practices Only) - See FIGURE 6
	Metric
	Rationale /Remedial Actions

	Water Type:
· Municipal
· Well (Type A)
· Reverse Osmosis
	Water used during harvest operations that directly contacts edible portions of harvested crop, water used for hand washing or on food-contact surfaces such as equipment or utensils, shall be sourced from municipal, well (Type A), or reverse osmosis water sources.

	Microbial Water Quality Testing

	Target Organism: Generic E. coli

	Sampling Procedure:
Prior to use in harvest equipment, a 100 mL sample collected aseptically at the water source.
Sampling Frequency:
One sample per water source shall be collected and tested prior to use if >60 days since last test of the water source. Additional samples shall be collected at intervals of no less than 18 hours and at least monthly during use.
For wells and municipal water sources, if generic E. coli are below detection limits for five consecutive samples, the requirements for 60 days and monthly sampling are waived, and the sampling frequency may be decreased to no less than once every 180 days. This exemption is void if there is a significant water source or distribution system change.
Reverse Osmosis Systems: No less than one (1) sample per month per system is required.
Test Method:
Any FDA allowed method2
Acceptance Criteria:
Negative or below DL for all samples
	Testing must be conducted to demonstrate that this water meets the Maximum Contaminant Level Goal for generic E. coli as specified by U.S. EPA or contain an approved disinfection method at sufficient concentration or of sufficient wavelength to prevent cross-contamination.
Microbial or physical/chemical testing shall be performed, as appropriate to the specific operation, to demonstrate that acceptance criteria have been met.
Single-Pass vs. Multiple-Pass Systems
· Single-pass use – Water must have non-detectable levels of generic E. coli or breakpoint disinfectant present at point of entry.
· Multi-pass use – Water must have non-detectable levels of generic E. coli and/or sufficient disinfectant to ensure multi-pass water has no detectable generic E. coli.
Remedial Actions:
Develop an SOP that determines what corrective actions will be required when harvest water does not meet acceptance criteria. If any single sample exceeds the acceptance criteria, then DO NOT USE THE WATER until remedial actions have been completed and generic E. coli or disinfectant levels are within acceptance criteria:
· Conduct an agricultural water system assessment of water source and distribution system to determine if a contamination source is evident and can be eliminated. Eliminate identified contamination source(s) and/or treat with appropriate disinfectants.
· For wells, perform an agricultural water system assessment and/or treat as described in Appendix A.
· Retest the water at the same sampling point after conducting the agricultural water assessment for water used for harvest and/or taking remedial actions to determine if it meets the outlined microbial acceptance criteria for this use.
For example, if the water intended for use on food-contact surfaces has detectable generic E. coli, DO NOT USE THE WATER.
Examine the distribution line and source inlet as described in Appendix A and retest from the same point of use.
After corrective actions have been implemented and verified the water may be used for harvest operations and hand wash water.

	Physical/Chemical Testing Target Variable:
Water disinfectant (e.g., UV transmittance, chlorine or other disinfectant compound).
Multi-Pass Water Acceptance Criteria:
Chlorine
· 1 ppm free chlorine after application and pH 5.5 – 7.5	Comment by Gustavo Reyes: Recommendation: Consider increasing the upper limit grater than 7.5 if that is diffciult for indsutry to meet	Comment by Gustavo Reyes: 8.0?	Comment by Gustavo Reyes: SME conversation, maintain as 7.5
Other approved treatments per product EPA label for human pathogen reduction in water.
Testing Procedure:
· Chemical reaction-based colorimetric test, or
· Ion-specific probe, or
· UV transmittance
· Other as recommended by disinfectant supplier.
Testing Frequency:
· Prior to first use on day of harvest.
· During harvest, samples shall be taken at routine intervals (i.e., hourly, breaks, lunch, etc.) as determined by historical data showing typical degree of variation.
	

	Records: All test results and remedial actions shall be documented and available for verification from the user of the water for a period of two years.
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Water Type: Municipal, Wells (Type A), and Reverse Osmosis:
Water that directly contacts edible portions of harvested crop shall meet microbial standards set forth in U.S. EPA National Drinking Water Regulations and/or contain an approved disinfectant at sufficient concentration to prevent cross-contamination.
SAMPLING FREQUENCY:
One sample per water source shall be collected and tested prior to use if > 60 days since last test of the water source. Additional samples shall be collected no less than 18 hours apart and a least monthly during use.
· Sample sources using sampling methods as prescribed in Table 2G.
· Analyze samples for generic E. coli using any FDA allowed method.
ACCEPTANCE CRITERIA
Negative or below DL /100 mL generic E. coli
OR
MULTI-PASS WATER ACCEPTANCE CRITERIA
Chlorine
>1 ppm free chlorine
(pH 5.5 - 7.5)
OR
Sufficient disinfectant; physical treatment - sufficient wavelength to prevent cross- contamination. Other approved treatments per product EPA label for human pathogen reduction in water.
No further action necessary. 
Water from this source may be used for any purpose.
ACTION LEVEL
Positive generic E. coli 
REMEDIAL ACTIONS:
· DO NOT USE THE WATER.
· Follow your SOP for corrective action to bring water back into compliance with the acceptance criteria.
· For wells, perform an agricultural water system assessment and/or treat as described in Appendix A.
· After agricultural water system assessment on water used for harvest and/or remedial actions have been taken, retest the water at the same sampling point.
· After corrective actions have been implemented and verified the water may be used for harvest operations.
· If water exceeding the acceptance criteria has been used during harvest, it is NOT appropriate microbial quality for this use. Sample and test product for STEC including E. coli O157:H7 and Salmonella as described in Appendix C.
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For any given water source (municipal, well, reclaimed water, reservoir or other surface water):
Sampling Frequency: For Type B water, one sample per water source shall be collected and tested prior to use if >60

days since last test of the water source. Additional samples shall be collected during use no less than 18 hours apart and
at least monthly (or at the next irrigation event if greater than monthly) during use.

e Sample sources as close to the point-of-use as practical using sampling methods as prescribed in Table 2A.

e Analyze samples for generic E. coli using a MPN methodology. Other EPA-, FDA- or AOAC International -accredited
method may be used.

e Geometric means, including rolling geometric means shall be calculated using the five most recent samples.




image4.png




image5.png
For any given water source (municipal, well, reclaimed water, reservoir or other surface water):
Sampling Frequency: For Type B water, one sample per water source shall be collected and tested prior to use if >60

days since last test of the water source. Additional samples shall be collected during use no less than 18 hours apart and
at least monthly (or at the next irrigation event if greater than monthly) during use.

e Sample sources as close to the point-of-use as practical using sampling methods as prescribed in Table 2A.

e Analyze samples for generic E. coli using a MPN methodology. Other EPA-, FDA- or AOAC International -accredited
method may be used.

e Geometric means, including rolling geometric means shall be calculated using the five most recent samples.




image6.png




image7.png




image8.png




image9.png




image10.png




image11.png




image12.png




image13.png




image14.png




image15.png




image16.png




image17.png




image18.png




image19.png




image20.png




image21.png




image22.png




image23.png




image24.png




image25.png
INITIAL MICROBIAL WATER QUALITY ASSESSMENT

To test the irrigation water delivery system, collect three (3)-100 mL samples during one irrigation event at the end of
the delivery system (e.g., last sprinkler head) and analyze for generic E. coli using a FDA-allowed method.
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